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1.0 JX TRODUC TION 

by Thaddeus S. hIroz 

Up-to-date and specific component data are needed to realistically predict the per- 
formance and cost of projected solar thermal power-conversion systems in planning and 
design studies. Information is needed to determine if new components must be develop- 
ed for efficient systems or if the design and performance characteristics of developed 
and commercially available components adequately meet the system design require- 
ments. Information is also needed on current component development in industry, in- 
cluding performance improvements, product upgrading of existing component designs, 
and cost and size reductions. 

This handbook provides a data base on developed and commercially available power- 
conversion-system components for Rankine- and Brayton-cycle engines, which have po- 
tential application to solar thermal power-generating sysems.  The status of the Stir- 
ling engine is also discussed. Although this prime mover is still in the development 
stzge, it is a viable candidate for this application. 

their products, or their pricing structures. The information presented is based on data 
received from the manufacturers. The data encompass a broad power range of 5 to 
50 000 kilowatts electric and the principal power-conversion-system components of the 
organic Rankine, the steam Rankine, the Brayton, and the Stirling cycles. (These 
cycles are described thermodynamically in appendix A. ) The components discussed are 
the prime movex (steam and organic turbines, gas turbiues, reciprocating expansion 
engines, and the Stirling engine), pumps, condensers, speed reducers-increasers, and 
alternating-current generators. These components a re  needed for the conversion of 
solar thermal power to electric power. The solar boiler-receiver, the controls, and 
ausiliary equipment external to the power-conversion components a r e  not discussed. 

For the purpose of the handbook, the overall power range (5 to 50 000 kWe) was 
divided into three subranges: low power (5 to 100 kWe), medium power (100 to 1000 kWe), 
and high power (1000 to 30 000 We). Specific base power levels were selected for each 
subrange. Components were then selected and sized, depending on component avail- 
ability, to these power levels for each power conversion system. 

Component data shccfa isere prepared for each type of prime mover. Thesc shccts 
provide the criteria to select and size components and to identify the required technical 
and cost data. Thc requircd technical data include component flow pnramcters, temper- 
ature, pressure, specd, and efficiency. Cost data are h s e d  on siilgle- and multiyle- 
unit procurements, as available from thc mmufacturcrs. The data sherts <and the sc- 
lection criteria were submittcd to thc comGonent m.anufacturers, a l d  they w r c  asked 

The handbook is not intended as a vehicle for comparing o r  evaluating manufacturers, 



to supply information for the engine handbook on existing components and on their cur- 
rent in-house component development programs. Technical and cost data presented in 
this handbook are not identified with any particular manufacturer but are included in :I 

range for a particular component and power level. The handbook does list the compo- 
nent manufacturers with the type and power range of the components that they manu- 
facture in appendix B. 

Although not all manufacturers may be included in this survey, it was not the intent 
to exclude any manufacturer with applicable components. Those manufacturers wishing 
to include *heir component data in future revisions of this handbook can do so by sub- 
mitting their information on €he sample data sheets in appendix C. 

The handbook is structured into eight sections. Solar thermal power-conversion 
systems are described in section 2.0. Typical applications, operatkg characteristics, 
and reliabilie requirements are discussed, including the operating constraints result- 
ing from solar input characteristics. Component descriptions and the technical and 
cost data received from the manufacturers are given in sections 3.0 to 7.0. Design, 
operating characteristics, availability, production status, cost, and experience factors 
are discussed. Component data are presented in tables and graphs after each section. 
The component technical and cost data presented in the handbook are  summarized in 
section 9 . 0 .  

Much of the information received from the manufacturers was classed as sensitive 
data (e.g., cost, efficiency, steam flow, etc.) and could not be shown iridividually as 
plot points or identified in tabular form. For this reason the data were presented col- 
lectively as a range for the particular parameters. 

This handbook documents the results of a survey performed by the SASA Leivis Rc-  
search Center for the Department of Energy (DUE), Division of Cent.-a1 Solar Tech- 
nology. This survey was conducted under Interagency Agreement EX-76-A-29-1060. 
In addition to the authors given for each section, contributions were made by the follo\v- 
ing people: Lloyd W. Ream and Thomas P. Moffitt - Rankine cycle; Richard UT. 

Niedzwiecki, Thomas P. Moffitt, Arthur J. Glassman, and Calvin L. Ball - Brayton 
cycle; Charles S. Corcoran, Jr. , and Richard R. Secunde - alternating-current gen- 
erators; and Robert E. Hyland and Lloyd s. Shure - overall. 
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2 . 0  SOLAR THERMAL POWER- CONVERSION SYSTEM 

by Harvey S. Bloomfield 

2 . 1  DESCRIPTION 

A solar thermal power-conversion system consists of a heat engine that converts 
solar e n e r a  to usable mechanical o r  electric power, a collector-concentrator (reflect- 
ing mirror), and a receiver (solar boiler).' A generator or  alternator can be added f G r  

electric power output. The recniver converts concentrated solar radiation to thermal 
e n e r e  by using a working fluid (liquid o r  gas). The heat engine converts the thermal 
energy in the working fluid to shaft power by using either a Rankine, Brayton, o r  
Stirling cycle to extract the energy. 

mechanical or  electric energy. One method, called the central-power concept, in- 
volves collecting the solar energy in a large field of flat mirrors and concentrating i t  
on a single large receiver (boiler). A second method, called the distributed-power 
concept, involves collecting the solar energy on a single curved mirror with either a 
linear focus (trough collector) or  a point focus (dish collector) and converting it to 
thermal energy in a receiver located at the focal point of the collector. In this method, 
the thermal energy can be converted to electric energy by an engine connected to each 
dish o r  trough collector, o r  it can be sent to a central point for conversion to electric 
power. Solar thermal electric power systems a re  more completely described in rf x- 
ence 1. 

Both the central-power system and the distributed-power system collect the direct 
(rather than the diffuse) component of sunlight and use i t  to heat a working fluid, thereby 
convertirg solar energy to thermal energy. In the central-power system (fig. 2-1) a 
large field of dual-axis tracking mirrors (heliostats) intercepts and redirects solar 
radiation toward a single large receiver mounted atop a tower. The redirected solar 
radiation strikes the receiver an6 heats an internally circulating working fluid. Work- 
ing fluids under consideration for this type of s.;tem include high-pressure water, 
superheated steam, hydrocarbon oils, molten salts, liquid metals, and various gases 
(mcluding air) .  

Unlike the central- power system, which focuses incident radiation on a single 
rccciver, the distributed-power system (fig. 2-2) concentratcs sunlight m d  converts it 
to 1ic:it and/or elcctric power at multiple collector modules. The collector module con- 
sists of n cylindricd o r  circular tracking reflecting mirror; a receiver; and either a 
h w t  engine or  an energy-transport loop connected to a central power-conversion system. 
Tlw m i r r o r s  can bc either troughs o r  dishes. Troughs are singlsaxis,  cylindrical 
mirrors that provide a linear focus. Dishes are circular, paraLoloidal, two- axis 

Several methods a re  used to collect and concentrate solar energy and convert it to 

I l lc -r t t  cschanger. 
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tracking reflectors that provide a point focus. The mirror  redirects and concentrates 
the Sun's rays onto a receiver located at the focus of each module. The working fluid 
is circulated through the receiver and into the heat engine. 

At present, three types of thermodynamic cycle are being investigated for the 
heat engine: Rankine, Brayton, and Stirling. A Rankine cycle uses vaporized tww 
phase fluids, such as superheated steam, to power a turbine o r  a reciprocating engine. 
The vapor used in the engine either can be heated in boiler-superheater tubes within the 
receiver o r  can extract energy from the working fluid in an intermediate heat exchanger. 
The Brayton and Stirling cycles use gaseous working fluids. The Rankine cycle uses 
steam and organic working fluids. The Rankine cycle and the open-cycle Brayton en- 
gines are  being investigated for solar thermal power- conversion applications similar 
to utility applications. Also under consideration is a closed-cycle Brayton engine that 
can use monatomic inert gases as well as air and nitrogen as the working fluid and a 
Stirlirg-cycle engine that can use helium or hydrogen as the working fluid. 

Like conventional Rankine- cycle powerplants, solar thermal powerplants would use 
condensers and cooling towers to remove and reject excess turbine heat. Either wet or 
dry cooling could be used. For more efficient operation, thermal storage is required 
for most solar thermal power-conversion systems. In solar total-energy systems, 
the waste heat from the heat engine is stored in a low-temperature storage unit - m 
insulated tank containing various media. The waste heat heats a working fluid, usually 
water, which is pumped through a network of pipes to individual buildings where it is 
then used for heating, cooling, and hot water. Solar total-energy systems are  de- 
scribed more completely in relerence 2. A high-temperature storage unit, similar to 
the low-temperature unit in solar total-energy systems, may be required in solar 
thermal central- receiver powerplants. Thermal energy generated in excess of im- 
mediate requirements can be stored in the unit. During periods when direct solar 
radiation is unavailable, the storage unit can be tapped for necessary energy. Energjr 
storage technology may employ the sensiblc+heat- transfer and/or la+enb heat- of- fusion 
properties of various storage media - including rock, hydrocarbon oils, and eutectic 
salts. A conventionally fueled auxiliary power system may also be required to ensure 
power availabilityin the event of solar power iystem outage due to excessive cloud 
cover o r  inclement weather. This auxiliary system may be located on site and inte- 
grated with the solar powerplant. This integration may involve mixing solar energy and 
fossil energy before they enter the engine. These hybrid solar - fossil fuel systcnis 
a re  being investigated for both new and repowered applications. 

In summary, solar thermal pwer-conversion systems use solar rndiation to heat 
a working fluid to a temperature high enough to operate a power-conversion system. 
Mechanical output can be used to drive an electric power generator. la'igure 2-3 sche- 



matically diagrams a basic solar thermal power system, including those features uni- 
que to total-energy systems. 

2 . 2  APPLICATIONS 

Three major applications of solar thermal power-conversion systems are  being 

(1) Solar powerplants in small- to medium- scale dispersed-power applications o r  

(2) Solar total-energy systems that provide both electric and thermal power 
(3) Solar irrigation pumping systems that use power output to operate the pumps 

considered: 

integrated into large- scale utility applications 

by generator drive or direct pump drive 
These applications have been subdivided into central or dispersed power according to 
the output power level required. 

2 .2 .1  Central Power Applications 

Central power applications involve solar powerplants of relatively large capacity 
(10 hIWe o r  greater) that are  designed for use in utility networks. Three potential 
utility applications have been identified: 

(1) Solar storage systems: These solar powerplants are characterized by the use 
of enera-storage subsystems. The operations being developed are a baseline system 
(a central- power- system powerplant using steam conversion), near- term alternatives 
to the baseline system (e. g., central-power systems using a sodium or  salt heat re- 
ceiver with a steam Rankine cycle), and advanced systems for longer-term development 
(e. g., central- o r  distributed-power systems using the high-temperature Bra.yton 
engines). 

( 3 )  Solar - fossi! fuel hybrid systems: This application involves the combincd use 
of solar thcrmal and fossil-fuel technology in new powerplants. 

(3) Rep~u~cring of existing fossil-fueled powerplants: This application involves the 
retrofitting of existing fossil-fueled powerplants with solar thermal technology. 

These central power r:pplications are  based on solar thermal systems that use a 
field of dual-,wis flat tracking mirrors (heliostats) to redirect sunlight to a heat re- 
ccivcr mwnted on a centrally located tower. Systems currently being developed by 
DOE through its ficlcl centers can produce temperatures greater than 1000° F - suitable 
for heat engines operating on Rankine, Stirling, or  Rrayton cycles. Current contract 
activities a re  compiled in reference 3. 



2.2.2 Dispersed Power Applications 

Dispersed-power applicatims generally involve solar powerplants of lesser c:ipacity 
than those used in central power applications and are  characterized by close geographic 
proximity to the point of energy use. Three systems nave been identified for dispersed 
power applications: 

ergy use (i. e.,  the thermal energy rejected from tl,e electricity-generating subsystem 
is used to provide either space heating and cooling and domestic water heating or 
process heat as required in some industrial applications. Applications in the 0.5- to 

10-megawatt-electric range a re  likely. 
(2) Small solar power systems: These solar powerplants will be in the 1- to 5- 

megawatt-electric range and will probably be used in municipally owned power systems. 
Both point-focusing distributed-power systems and small central-power systems a re  
being considered. 

fossil-fueled mechanical irrigation pumps with small (under 500 kWe) linear- o r  point- 
focusing solar-powered systems. Electrically powered pumps are longer range candi- 
dates for replacement. 

These dispersed-power applications a re  based on solar thermal systems that usc a 
field of single-axis, cylindrical trough or  dual-axis parabolic dish collectors that con- 
centrate sunlight on a linear (trough) o r  point (dish) heat receiver mounted at the focus 
of the collector. Linear-focus systems currently being developed by DOE through its 
field centers can produce temperatures of about 600' F - suitable for heat engines 
operating on a Rankine cycle (ref. 3). Point-focus systems currently being dcvcloped 
by DOE through its field centers can produce temperatures of over 1000° F - suitnblc 
for heat engines operating on Hankine, Stirling, o r  Drayton cycles. 

solar energy available at the application site is required. The direct, normal ~w!ii- 

ponent of available solar energy, :vhich is the quantity of interest for most pou-cr ap- 
plications, has been tabulated in  reference 4. Additional solar and ciiiiiatic data :ire 

given in reference 5 .  

(1) Solar total-energy systems: These systems are  designed for "cascading" cn- 

(3) Irrigation pumping systems: This application involves the replaceiiient of 

For any solar thermal power application, knowledge of the amount and naturc of tlw 

2 . 3  OPERATING CONCEPTS 

The intermittent and limited availability of sunlig%t poses an opcixting constraint 
on solar thermal system design. Three operating concepts have been idcntificd t!\d will 
provide continuous and reliable power during solar outages. 

G 



1.3.1 Thermal Sorage 

An additional solar-cdlector field is required to charge a thermal-storage subsys- 
ten1 during sunlight periods. This charged subsystem then provides thermal input to 
the selected heat engine during solar outages. Ideally, the storage subsystem should 
provide input at the same temperature and enthalpy as did the solar heat receiver. A 
schematic diagram of a current- technology steam- Rankinc+cycle solar thermal power 
system using thermal storage is shown in figure 2-4. The design operating turbine- 
inlet temperatures cannot be attained with current thermal- storage technology. There- 
fore, a second, lower temperature turbine port is required for energy from storage and 
results in lower power output during operation with stored heat. This constraint can 
be eliminated by developing advanced thermal-storage concepts to operate at design 
conditions o r  by using fossil-fuel energy !a hybrid concept) during solar outages. The 
reliability of all power systems must be comparable to that of conventional central 
power stations before widespread commercialization can be realized. 

2 . 3 . 2  Parallel Solar - Fossil Fuel Hybrid Concept 

The parallel solar - fossil fuel hybrid concept functions like a thermal-storage 
subsystem, but an additional solar collector field is not required. During solar outages, 
fossil-fuel energy is used to provide thermal input to a heat engine. The use of fossil 
fue i  as 3 "storage media" places no constraint on the temperatures and enthalpy of the 
working fluid because of the very high combustion temperatures of fossil fuel. However, 
during periods ot operation with cjdy sunlight the peak cycle temperature is constrained 
to the limits of the solar heat receiver. A schematic diagram of a Stearn-Raddne- 
cycle solar thermal power system using the parallel solar - fo;& fuel hybrid concept 
is shotvn in figure 2-5. 

2 . 3 . 3  Series Solar - Fossil Fuel Hybrid Concept 

The series solar - fossil fuel hybrid concept eliminates the peak-cycle-temperature 
constraint of the parallel-hybrid and thermal-storage concepts by using fossil fuel to 
~lugiicnt, or boost, solar receiver outlet temperatures. Therefore, heat engines with 
h iq i iw pcak cycle temperatures (the Brayton cycle or the combined Brayton- Rankine 
c,;,-c-lc) can hc uscd. This series-hybrid concept also satisfies the basic storage r e  

I I [ii rcmcnts for solar outage. A schematic diagram of a simple Brayto& cycle solar 
thcrinal poo\vc1- system using the series solar - fossil fuel hybrid concept is shown in 
f i ~ ~ - . i i ~  2-6. In addition, any fue l ,  including residual oils and coal-derived synthetics, 
('m bc uscd i n  the indirectly fired combustors. 
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Figure 2- 2. - Dispersed-power solar thermal power-conversion 
system 5.  
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Figure 2-5. - Schemltic of parallel solar -- fossil fuel hybrid skam Rankinecycle 
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3.0 RAPI'KINE-CYCLE COMPONENT CHARACTERISTICS 

by Thaddeus S. Mmz and M. Murray Bailey 

In this section, performance and cost data are given for the major components of 
steam and organic Rankine-cycle power-conversioo systems. The components are 
sized for specific system output power levels (&I kWe) within an overall electric output 
power r w  of 5 to 50 000 kilowatts electric. This range encompasses components for 
small (5 to io0 kWe), intermediate (100 to lo00 kWe), and large (loo0 to 50 000 kWe) 
power systems. Althougb this handbook is directed primarily to components that are 
commercially available production items, information is also presented no new com- 
ponents that are still In the hardware development Stage. lhese deveiopm~td com- 
panab have been designed, fabricated, and extensively tested for specific new @- 
cations, such as organic Ranlrihe-cycle power-conversion systems. 

The discussion of Rankine-cycle compoaents includes steam and organfc turbines, 
reciprocating engines, surface condensers, and boiler feed and condensate pumps. 
The data are based on information supplied by the component manufacturers. Corn- 
pments were selected for specific power levels by the manufacturers. 

velopment status, operating characteristics, availability, cost (pressure, temperature, 
etc.), and component experience factors (reliability, service, Me, etc.). Data are 
presented by component for each specific power level to provide a parameter map 
through #he overall p w e r  spectrum. The infc rmation provided in this section is based 
only on existing designs and does not reflect potential improvement in capability and 
performance through current and future research and development. improvements ia 
component efficiency for near-term and future designs will be discussed in the final 
version of this handbook. 

A technical description is provided of existing component designs, component dcs 

3.1 STEAM TURBINES 

3 .1 .1  Description 

The steam turbine is a dynamic heat engine that converts available steam energy 
to shaft work. It is the prime mover most commonly used in the Rankine-cycle power 
system. The two fundamental elements of the steam turbine are the stationary n3zzle 
and the rotating blades. Some of the thermal energy in the steam is converted to kinetic 
energy by expandng it through a stationary nozzle into a high-speed jet that is directed 
at the rotating blades. As the steam passe6 through the rotating blades, both i t s  direc- 
tion and its momentum are  changed. The momentum change is translated into a turning 
force on the shaft  (mechanicd work). 



Steam turbines can be designed for an infinite number of operating condition: and 
applications and have been built in sizes from 1 to 100 000 shaft horsepower and higher. 
Applications range from mechanical drives and electric power generation to ground and 
marine propulsion. Some applications use directly coupled systems, where the turbine 
shaft is directly coupled to the shaft of the driven machine. Others use a separatdy 
mounted speed reducer-increaser between the turbine and the driven machine to pro- 
vide the required input speed to the driven machine. Single- and multistage turbines 
are a v a i l a e  for various system output requirements. The steam turbine can have a 
design speed from 1200 to over 22 006 ;pm depending on the size and application. The 
trend has been to design new turbines for higher speeds and with increased inlet pres- 
sure and temperature capability for increased efficiency. Generally, higher speed tur- 
bines (over 3600 rpm) are more compact and more efficient. 

Different types of steam turbine are available commercially. The two basic types 
are the corrdensing and noncondensing steam turbines. Condensing turbines are designed 
for operation at an exhaust steam pressure below atmospheric pressure (14.7 psia), as 
measured at the exhaust connection of the turbine. All the q m d e d  steam from the last 
stage is exhausted to the condenser. Noncondensing turbines are designed to operate at 
an exhaust pressure equal to, or greater than, atmospheric. They are generally used 
to supply exhaust steam at selected pressures to a process or to a low-pressure con- 
densing turbine. Turbine variations within these two types are 

(1) Straight flow (single- and double-flow exhaust) 
(2) Reheat 
(3) Extraction 

In the straight-flow turbine, all the full-throttle steam originating at the inlet is 
A schematic of each turbine variation is shown in figure 3-1. 

exhausted at the discharge connection. The straightk,ow design includes singl+flow- 
and double-flow-exhaust turbines. In the single-flow-exllaust turbine, the most widely 
used, the steam flows parallel to the  shaft axis and emerges at the exhaust end. In the 
double-flow-exhaust turbine, used in multistage turbines, the steam flows parallel to 
the shaft axis but, before it enters the final stage, is divided into two equal parts. One 
part continues in the same direction through a set of low-pressure blades, and the other 
part flows through a duplicate set of blades. The double-flow-exhaust design permits 
low backpressures even though the steam volume grows aiormously and calls for very 
large passages betwecn the last- stage stationary nozzle and the rotating bladcs. 

In the reheat design. used in multistage turbines, steam flow is exhausted to an 
intermediate stage, is returned to thu boiler for resuperheating, and is then returned to 
the next lower pressure stage for expansion and exhaust. Reheat improves steam quality 
and overall efficiency and minimizes potential erosion problems (rcf. 6).  Singlc- and 
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double-reneat turbines are commercially available. Turbims are also available for 
interstage steam extraction in the automatic and nonautomatic modes. Steam can be 
extracted between stages at the required pressure and flow rate for pmcess use or 
feedw.aler heating. Selective design features are required for either application. Feed- 
water he:.ting is normally used in large turbines. 

&I, fully rondensing turbines are considered in this handbook. Data are not pro- 
vi& 2d fc &* reheat o r  extraction turbines because sizing turbines with these two functions 
requin c specific system designs that are beyond ths scope of this handbook. 

sals,  nozzle rings, stationary vanes, a lubricating system, diaphragms, a governor, 
anti valvi g (refs. 7 and 8). Single- and multistage cornmemid turbines a= shown in 
cmss sa. kion in figures 3-2 and 3-3. 

3.1- , .1 Turbine casing. - A turbine casing is a pressure enclosure that surrounds 
the rotating element of the turbine and the steam componeid parts. Depending on the tur- 
bine design, the casing can be horizontally split (parallel b the shaft) or vertically split 
(perpendic idar to the shaft). The casing can be divided into two (or more) sections: 
the steam inlet, and the exhaust end. The steam-inlet section contains high-pressure 
steam. Tht? exhawbend section contains the exhaust connection and the steam at ex- 
haust < onditions. The split casing designs permit the upper half-casing to be removed 
without disturbing the piping, the rotor alinement, or the components in the lower half- 
casing. The lower half-casing houses the steam inlet and exhaust connections. This 
arraugc nmt provides easy access for rotor inspection an8 repair. The steam chest 
houses h e  S e t  connecV-,.n and governor-controlled valves and can either be cast inte- 
gral with the lower halt-casing or be bolted to it. Multistage turbines have also an 
intermediate! section, which is that portion of the casing between the steam-inlet and 
exhaust-end sections. Casing materials vary with the design pressure and temperature. 

3 . 1 . 1 . 2  Rotor. - The rotor consists of a shaft and the machined disks that hold the 
blades. Rotcr design wil l  vary? depending on speed, output power, and manufacturer's 
design and cons;:ruction *ec?.niques. Two designs are  available: solid and built-up. In 
solid rotors, ilscd in hi@- speed applications, the shaft and disks are machined from a 
single forging. In lxb ,.-up rotors the shaft and disks are machined separately. Fig- 
ure 3-4 illut3trates 00th constructions. The turbine blades can he machined into the 
disks (solid rc%r) or  installed on the disks and secured with shrouds ( b u i l t u p  rotor). 
The rotatior 1 specd of the built-up rotor is generally limited by the shrink fit, which is 
required . ovetwme the centrifugal growth of the disk. The disks are  designed to 
minin,;ze ccntriFugal strc .ses, thcrmal gradients, and blade loading at the disk rims. 
The rotor assembly i u  balanced to ensure smooth operation. 

pand the stcam and direct and organize i ts  flow against the revolving turbine blades. 

Tlrt steam turbine is an assembly of a casing, a steam chelst, a rotor, bearings, 

- 

3.1 -1.3 -- N x z -  2. - Nozzles are stationary, machined, o r  formed openings that ex- 
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Converging or converging-diverging nozzles are used. Steam flow to the first stage 
originates at the steam chest and flows to a nozzle ring o r  nozzle subasscmbly, de- 
pending on the turbine size. In the succeeding stages the nozzles are machined and as- 
gmmbled on etati0na1-y disks, called diaphragms, which are stationary elements that 
colzt8in a set of noziles and are used between stages in a multistage turbine to expand 
steam and direct it against rotatiug blades. The diaphragms are split horizontally. 
One is installed in the upper half-casing and the other is installed in the lower half- 
C a S h g .  

a rotating disk and used to convert the internal energy of the stem to the mechanical 
energy of the rotor. In builbup rotors, blades a r e  installed in slots in the disks and 
are secured by a &mud band. In solid rotors, blades a re  integrally machined into a 
turbine disk. Two types of Hades E r e  used in turbine designs: impulse blades aud 
reaction blades. With impulse blades, steam expansion and pressure drop occur only 
across the stationary vanes. The steam flow is directed to the rotating blades, where 
the working torque is developed. With reaction blades, spansion and pressure drop 
occur across both the stationary vanes and the rotating blades. A combination of im- 
pulse and reaction blades can be used in many large multistage turbines. Both types 
of blades are illustrated in figure 3-5. Sealing strips are  normally used at the tops of 
the blades to minimize pressure loss md steam leakage past the blade tips into tbe 
adjacent stationary nozzle. 

rotor and enable it to spin free with a minimum of friction. Pressure-lubricated jour- 
nal bearings are used for large turbines and ball bearings and ring-oiled jounid bear- 
ings for small turbines. During operation the steam pressure differential across the 
shaft creates a net thrust. This net thrust is counter5;danced by the thrust bearin6 to 
maintain the rotor in the proper axial position. 

3.1.1.6 - Seals. - Leakage of steam from a turbine, which generally occurs at con- 
nections and at the casing-shaft interface, reprcscnts a loss. Shaft seals minimize this 
leakage. The type of seal selected depends on turbine design, size, speed, and inlet 
and outlet pressures. In a condensing turbine, steam leakage out of the turbine must 
be restricted at the high-pressure inlet end and air  1cak.agc into the turbine must be 
restricted at the low-pressure eaxhaust end. In n noncnndcnshg tuivbinc?, steam lenknge 
must be restricted at both thc inlet and exhaust cntls. 

and the kabyrinth gland scrzl. Gencrdly, carbon- ring packing, which consists of carbon 
rings held in placc with a spring, is uscd for small turbines. Thc labyrinth gland sed, 
which is designed to providc :I long tortuous path with :I wry  high flow resistawe to 
steam or  air, is generally uscd in lnrgc turbines. In sonic caws,  lnbyrinth seals arc 

3.1.1.4 Blades. - Blades a re  curved vane elements mounted on, or machined into, 

3.1.1.5 Bearings. - Radial and thrust bearings carry the full weight of the turbine 

Two basic t-ypes of seal arrangement a r e  used: segmented ca?-bon-ring packing, 
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used in series with a set of carbon-ring seals at the shaft end. Seals are  also provided 
on the diaphragms to restrict steam leakage between stages. 

3.1.1.7 Governor. - A governor system is provided on a turbine to control steam 
flow to maintain a constant speed or output load. During operation, turbine speed re- 
mains constant as long as both the load and setting of the steam throttle valve do not 
change. If load decreases at the constcant throttle valve setting, turbine speed in- 
creases. With the decreased load, steam flow must be decreased to maintain constant 
speed. If the load increases at a constant steam flow, turbine speed decreases. With 
the increased load the steam throttle valve must be reset to match the load and read- 
just  the speed to the operational level. The governor senses the shaft speed and auto- 
matic‘dly controls the steam flow for the required load. Governor designs vary with 
the turbine size, shaft speed, pquired degree of control, ark accuracy. 

”lie governing system includes the speed governor, the control mechanism, the 
governor- controlled throttle valve, ‘and the speed changer. A basic governor arrange- 
ment is shown in figure 3-6. 

3.1.2 Development Status 

A sound technical data base cxrists in the coxmercial steam turbine industry. A 
number of companies have dewloped ,and offer a complete line of single- and multistage 
production steam turbines that iiicct dl utility rcq*,lirements for mechanical drive and 
electric power generation. 

oper;iting requirenicnts ;is output r,anges and inlet conditions. Tile technical data base 
is excellent for development of new units tailored for specific near-term and future ap- 
plications. Commercially awulnblc production turbines have a very wide range of 
design ratings: 

Turbine development has Lwcn directed to the competitive market demands and such 

(1) inlct stcain prcssurc, 250 lo -1200 psi 
(2) ~ c t  tcnipcr:itart~, 7 1 d ’  to 1200~ F 
(3) outpllt sh;ll*t }n>\vt’r, 1 to O\’C1’ 100 000 111, 

(4) Kshnust prcssurt~ ,  2 in. llg to 175  psig 
(5)  Spccd, 1701) to 2” 000 rp11 

(6) Nunibcr o f  s tag~~s ,  1 l o  14 or niorc- 
‘i’urliiiw dcsigns cuid constI-iic*tion (’xi be tnilorcd to niiiiost an infinite number of 

pc:rforni:uicc wquircmcnts, In dcvcloping a linc of turbincs, 3 number of frame sizes 
r:ui Iw. d c \ s i g i c d  for a hoi.sq)o\vci* r.:uigt\ to pi*ovidc~ npplic-:ition flexibility. In somc 
c;isw, rotating clcmcnts c;m bc intcn.hnngcd with spccific frnmcs for mxsimum cffi- 
cicnc*y :mi lo\vcsl stc~im flow i-ntc. ‘l’hc rmgcs o f  inlct prcssurc, inlet tcniperature, 
;uici turl>inc sh:if! SI ,>(vi fo i .  sptvific output pmvcr Ic.~~cls of turbincs sclectcd for maxi- 
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mum efficiency and optimum steam flow rate rather than for low initial cost are shown 
in figures 3-7 to 3-9. Single-stage turbines are commercially available with output 
shaft power to 2000 horsepower and speeds to 22 000 rpm. Multistage turbines a re  
available at higher horsepowers. Steam turbine materials are selected for the specific 
temperature, pressure, and output power requirements of the various applications. 

3.1.3 Availability 

Typical availabilityof steam turbines for specific power levels is shown in F i e  
ure 3-10. Availability wi l l  vary with the manufacturer. The delivery schedules for 
turbinea are inauenced by such factors as 

(1) Standard design or design with special modifications 
(2) Standard materials of construction o r  special materials 
(3) Turbine size (mass production item o r  long-lead item) 
(4) Qumtity (staggered delivery) 
(5) Stocking practice for component parts 
(6) Existing shop loads 

Large steam turbines are not mass production o r  stock items but a re  made on an order 
basis. 

3.1.4 Cost 

Cost as a function of power level is shown in figure 3-11 for steam turbines in 
the 5- to 50 000-kilowatbelectric range. Costs are for a single turbine assembly com- 
plete with a speed reducer-increaser and a baseplate to accommodate the turbine, the 
speed reducer-increaser (as applicable), and the alternating-current generator. They 
were provided by the manufacturers as list o r  estimated costs and are  subject to 
changes with market conditions and quantity procurements. Costs based on quantity 
procurements are not available. 

Turbine weight as  a function of power level is shown in Figure 3-12. 

3.1.5 Operating Characteristics 

The performance characteristics of the steam turbine are a function of the inlet and 
outlet conditions, degree of superheat, speed, and specific turbine design selected for 
the application. High  steam pressures provide more available energy. Increasing the 
steam temperature and superheat can increase the efficiency. 

For maximum efficiency and low steam rate, t!!e design characteristics of the 
selected turbine must be matched to the operating conditions, output power, and effi- 
ciency requirements of the specific application. A low-cost turbine with low nozzle 
and blade efficiency and high exit losses may be acceptable for an industrial application 

18 



where high efficiency and low steam rate are not the overriding criteria. However, 
steam turbines with high nozzle and blade efficiency and low exit losses would be pre- 
ferred and would have to be considered fa r  a high-efficiency application. 

Performance capabilities of selected commercially available steam turbines are 
shown in figures 3-13 to 3-16. Figure 3-13 shows turbine efficiency as a function of 
power level at full power. Figures 3-14 to 3-16 show steam rate ?s a function of power 
level for lo%, 75-, and 50-percent power, respectively. 

3.1.6 Operating Constraints 

Steam turbines have been designed and fabricated in sizes dictated by application 
requirements. Operationally, steam turbines are constrained to the specific design 
component ratings of pressure, temperature, and speed cietermined by the stress levels 
in the casing and rotor and the loading on the seals and bearings. 

3.1.7 Experience Factors 

The steam turbine is one of the most developed prime aovers  an energy- 
conversiou devices. Steam turbines have been used in ekct r ic  power production and 
mechanical drive applications for over 80 years and have established a record of high 
reliability. Commercial turbines a re  designed as heavy-duty equipment for operating 
lives of over 10 to 20 years with minimal scheduled maintenance. Operating histories 
and maintenance schedules are well established and documented in the industrial, util- 
ity, and marine applications. 

3.2 ORGANIC TURBINE 

3.2.1 Description 

The organic turbine, like the steam turbine, converts the available energy in a 
working fluid to mechanical energy. In this process the available energy of the organic 
working fluid (a function of pressure and temperature) is converted to mechanical en- 
ergy by directing a jet of organic vapor at a proper angle against curved blades mounted 
on a rotating disk. 

The design and fabrication methods used for condensing steam turbines a re  also 
applicable €or organic turbines. The inherent difference between these two turbines is 
that the organic turbine is designed specifically for tile properties of the organic fluid 
and the steam turbine is designed specifically for the properties of steam. Unlike 
steam, the selected organic fluids have high molecular weights (e. g., 84 o r  greater 
as cornpired with 18 for steam). Like steam, the selected organic fluids have low 
specific heats and high vapor p re swrw at the turbine exhaust. Some organic fluids 



have a saturated vapor line %ith a positive .lope. Vapor with this property becomes 
superheated as i' xpands through the turbine and is in a superheated state at the tur- 
bine exhaust. This feature avoads moisture formation and turbine-blade erosion and 
simplifies the material design requirements. Steam has a negative saturated vapor 
line, and therefore large steam turbines require superheat and interstage reheat to 
maintain the required quaUty in the final st8ges. 

The use of higb-molecu&weight working fluids results in higber turbine effi- 
ciencies than those of steam turbines with fewer stages. Therefore, organic turbines 
are smaller and less complex than steam turbines. 

The organic turbines uses the same basic turbine technology and component parts 
as the condenrsiug steam turbine. Depending on the application and working fluid, single 
and multistage organic turbines can be designed, 

3.2.2 Development Statw 

mercial applications and for developmental-prototype solar thermal power systems for 
mechanical drive (e. g., pumps) and electric power generation. Information received 
from organic turbine manufacturers suggests that present organic turbines are develop 
mental or prototype (i. e., only one or two units of a kind are made). A commercial, 
production line of organic turbines has not been marketed to date, as steam turbines 
have been, because of limited applications and lack of market demand. Development of 
different size turbines would be required for operating conditions beyond present cov- 
erage. 

Organic turbines have been developed for a limited number of aerospace and com- 

The development of organic turbines has been limited to 
(1) Developmental component test turbines 
(2) Preproduction-prototype turbines for field testing of developmental power- 

(3) Prototype turbines for commercial field application (e. g. , bottoming cycles 
generating systems (mechanical or electrical output) 

and combined cycles) 
The design operating ratings of the turbines developed to date include 

(1) Inlet pressure, 300 to 900 psia 
(2) Inlet temperature, 170' to 825' F 
(3) Output power range, 1 to 600 kilowatts 
(4) Number of stages, 1 to 6 
(5) Operating speeds, 9300 to 60 000 rpm 
(6) Workingfluids, toluene, Dowtherm, CP-34, FL-50, FG85, CP-34, R-12, 

The design and construction of present organic turbines are  tailored to the properties 
of the working fluid and to the specific performance requirements. 

Rc22, R 1 1 2 ,  etc. 
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A technology base, including design and fabrication practice, does exist for the 
organic turbine. The application range developed to date is shown in figures 3-17 
to 3-19, where the design inlet pressures, inlet temperatures, and shaft speeds for  
developed turbines are  plotted a s  a function of power level. These turbines were dec 
veloped for maximum efficiency and optimum workingLfluid rlow rate. The information 
i n  the figures is Lased on data supplied by manufacturers. 

3.2.3 Availability 

Although organic turbines have not yet attained production status, prototype and 
preproduction turbines have been extensively tested. The hard tooling required for pro- 
duction turbines is not available because of the limited demand. 

3.2.4 Operating Characteristics 

Performance characteristics of the organic turbine are a function of the properties 
of the working fluid, the turbineinlet conditions (pressure and temperature), the back- 
pressure, and the design selected for the application. Experience is based on the li 
limited number of developed units. Performance data are available for 5- to 600- 
kilowatt turbines for a variety of working fluids, for inlet pressures from 86 to 800 psig, 
for backpressures from 3 to 20 psig, for inlet temperatures from 18’7’ to 600’ F, and 
speeds from 5500 to 60 000 rpm. The efficiency of developed turbines is shown as a 
function of actual turbine output power in figure 3-20. These data are based on full- 
power operation. Efficiency data at part-power operation a re  not available. 

3.2.5 Cost 

Since organic turbines are  not yet production items, cost data were not available 
from the manufacturers. 

3.2.6 Operating Constraints 

The organic turbine is constrained tu the maximum allowable temperature of the 
$ 

working fluid, above which temperature thermal decomposition can occur. There are 
no physical constraints on the components. Turbine design requirements are  well 
within established design practices. 

3.2.7 Experience Factors 

Experience I”;ctors such  as design life, reliability, and maintenance history have 
not been established for orgmic turbines because oparating experience has been limited. 
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Because their design is similar to that of the steam turbine, their design life and re- 
liability should parallel those of the steam turbine. 

3.3 STEAM AND ORGANIC RECIPROCATING EXPANSION ENGINES 

3.3.1 Description 

available energy in a working fluid (steam o r  organic) to mechanical energy. Linear 
motion in the cylinder is converted to rotary motion at the output shaft. The recipm- 
cattng expansion engine dates back to 1768 and since that time has been in use for 
electric power generation, pump and compressor drive, ship propulsion, automotive 
propulsion, and various other mechanical power applications. However, through the 
years the reciprocating steam expansion engine has been replaced b a large extent by 
steam turbines and internal combustion engines. 

The reciprocating engine is a fixed-displacement machine in which work is per- 
formed by the pressure of the working fluid acting on a moving piston. The expansion 
is carried out in a given space (cylinder), the walls of which are  exposed alternately 
to high and low temperatures. Various engine configurations have been manufactured, 
including vertical, horizontal, and angle. Depending on the applicat' .AI, single-acting 
engines (working fluid acts on one side of the piston) and double-acting engines (working 
fluid acts alternately on both sides of the piston) have been placed in service. 

The reciprocating engine can be designed for condensing or  noncondensing service. 
It can be a single-stage engine, where the complete working-fluid expansion occurs in 
a single cylinder, o r  a multistage engine, where the expansion is divided into a number 
of cylinders o r  stages. It is classified as a compound engine (two stages), a triple ex- 
pansion engine (three stages), o r  a quadruple expansion engine (four stages). 

In the uniflow enghe the working fluid is admitted into the top of the cylinder through a 
steam inlet o r  admission valve (or valves) and flows only in one direction, from the 
cylinder head to the center of the cylinder during the expansion stroke. The steam is 
then exhausted through ports in the cylinder wall. These exhaust ports a re  uncovered 
by the piston at the end of the expansion stroke (bottom dead center). In the duoflow 
(counterflow) engine the working f l c d  is admitted through a steam inlet valve (or valves) 
at the top of the cylinder and flows downward to the c a t e r  of the cylinder during the 
expansion stroke. During the compression stroke the steam flows in the opposite direc- 
tion and is exhausted at the top of the cylinder through the exhaust valve (or valves). 

The two basic elements of the reciprocating engine are the &am o r  organic ex- 
pansion end and the potvepconversion end (fig. 3-21). The expansion end includes the 
cylinder, pistons, valves, seals, timing mechanisms, and manifolding for converting 

The reciprocating expansion engine is a clynamic heat englne that converts the 

The engines are further classified as being either unfaow o r  duoflow (counterflow). 
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the available energy in the working fluid to mechanical energy. The power-conversion 
end includes the support frame and housing, crosshead, connecting rod, crankshaft, 
and lubrication system for converting linear motion to the rotary motion required for 
mechanical drive. 

The component parts of a typical vertical, uniflow industrial steam expansion 
engine are shown in figure 3-32. This type of engine is rated for 300- to 3000-kilowatt 
service at operating speeds of 300 to 400 rpm. Newer engines for non-heavy-duty in- 
dustrial applications, such a s  automotive and general- purpose power applications, have 
different design features, are more efficient at higher speeds, and are  more compact. 

In general, reciprocating engine design and application requires the consideration 
of a number of parameters that influence performance, including 

(1) Frictiop 
(2) Cylinder condensation 
(3) Leakage past pistons and valves and valve timing 
(4) Piston and rotative speed 
(5) Clearance volume at top dead center 
(6) Expansion ratio 
(7) Inlet conditions including superheat 
(8) Backpr, pssure 
(9) Reliability, weight, and cost 

Friction, cylinder condensation, leakage past pistons and valves, and poor valve timing 
represent losses in engine performance. Friction losses are a fixed loss inherent in 
the design of a particular size engine at a specific loading. They affect both the engine 
economy and capacity. Cylinder condensation can occur on the cooler cylinder walls 
during admission (intake) ar4 potentially in the early part of expansion. Condensation 
is followed bj evaporation during late expansion on exhaust and increases working- 
fluid consumpti-n. Leakage past pistons and valves is a direct loss and increases 
working-fluid cmsumption. Poor valve timing affects steam admission and exhaust 
and decreases output power. Higher piston and rotative speeds affect cylinder size, 
weight, and cost and the degree of cylinder condensation. The selection of piston and 
rotative speeds is based on valve timing, valve response, and engine size. Clearance 
volume (the volume between the piston at top dead center and the cylinder head) must be 
kept to a minimum in condensing engines. Heat losses increase as the clearance vol- 
ume increases and result in an increase in \*.orking-fluid consumption. Superheating 
increases engine efficiency and minimizes the effect of cylinder- wall condensation. 
High inlet pressures and high expansion ratios have a marked influence on efficiency, 
since efficiency varies directly with expansion ratio. 
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The application of a steam o r  organic reciprocating engine, as  in the case of steam 
turbines, requires careful consideratlon and matching of the applicaticn requirements 
with the engine design parameters for maximum efficiency and long service life. 

3.3.2 Development Status 

Demand for reciprocating engines had been replaced to a certaui extent in tLe past 
20 to 30 years by demand for high-speed steam turbines. Althougk the 
reciprocating engine has demonstrated high iu?liability and a service lift. I 

30 years, i ts  size, weight, and low speed have contributed to the decreased demand. 
Currently, a few companies are marketing a line of irdustrfal production engines with 
output ratings from ii to 3000 kilowatts. These engbes are  fully developed and com- 
mercially available. Heavy-duty industrial machines operate with low- pressure 
(125 to SO0 psi@ steam and at speeds of 300 to 600 rpm. They are designed for service 
lives of 10 years or  more. 

In the past 10 years, several manufacturers have begun a number of small engine 
developments and proceeded to field installation and field demonstration. These small 
engines a re  more compact and efficient than larger engines and have higher .atative 
speeds (1800 to 3600 rpm) for automotive applications and as small power systems for 
military applications. They include both steam and a fcvv srnall (1 to 1; kW) organic 
reciprocating engines. Developed enghes are availaKe in certain sizes. Further de- 
velopments, including other sizes: a re  continsnt on demand and funding. 

Me t  pressures of 600 to 2500 psia and at  inlet temperatures of 700° to 1050' F. 2n- 
gine configurations vary from a four-cylinder 'V' engine to four-cylinder vertical in- 
line engines with an expansion ratio of 12. The inlet pressure, inlet temperature, and 
rotative speed of a developed steam engine are shown in figures 3-23 m 3-25. Data on 
other engines were not availtble. Marketed industriai engines and other enginb; that 
are developed but have not been marketed a re  identified in thesc figures. 

+7trid steam 
3 .. I 

In addition to their higher rotative speeds, the newer engine designs can operate at 

3.3.3 Availability 

Availability data have not been received from the manufacturers. Data will be 
included as they become available. 

3.3.4 Operating Characteristicc 

The performance characteristics of the reciprocating eagine arc  a fmction of the 
inlet and exhaust conditions, the type of application, the specific engine design, and thc 
type of working fluid (steam or  organic). As indicated previously, iiicrcasing the inlet 
pressure, the temperature (and superheat), and the expansion ratio should increasc 
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efficiency. E@ne selection that emphasizes efficiency and steam flow rate rather than 
initial cost requires a careful matching of system requiremeats with engine design. 

horsepower. It is obtained from a pressure-volume indicator diagram (fig. 3-26) that 
shows the amount of work extracted from the working fluid. The ideal mrk can be 
calculatcd from the steam inlet condibons and the exhaust pressure. Engine mechanical 
efficiency is the ratio of actual shaft work to indicator-diagram work. Engine adiabatic 
efficiency is t h e  ratio of indicator-6iagtam work to ideal work. Overall engine a- 

ciency is the pioduct of the mechanical efficiency and the adiabatic efficiency. Since 
the reciprocating engine is a fixed-displacement engine, output power and speed can be 
varied by chmging the ir :t conditions. 

The indicatc d horsepower depends on initial pressure, backpressure compression, 
clearance volume, parts area, piston speett, valve assembly design, valve and pis- 
tightness, superheat, and length of steam admission. 

Overall engine efficiency and steam or organic fluid flow rate, bath at full power, 
are shown as a function of actual engine output in figures 3-27 and 3-26, respectively. 
The data are plotted at actual engine ratings. 

The rate at which work is prformed on the engine piston is called indicated 

3.3.5 cost 

The cost of commercidlg available reciprocating engines is shown in figure 3-29. 
This figure includes only data made availabIe by the manufacturers. 

3.3.6 Operating Constraints 

The operating constraints of thc steam engine are the inlet pressure and tempera- 
ture and the exhaust backpressure. A particular engine design is constrained to the 
thermal stress limitatim of the expansion head and the bearing loading at the crank- 
shaft and crcsshead. Off- design backpressure affects expansion ratio and efficiency. 
The principal constraint of organic reciprocating e.upamion engines is the upper allow- 
able operational pressure and temperature for the particular woiking fluid. Thermal 
decomposition parameters would be an overriding consideration. 

3.3.7 Service Factor 

lleavy-dut.3- industrial rcciprocating engines have established remarliihly long ser- 
vice lives, over 20 years. With scheduled routine maintenance. these engines are 
higfily reliable. 

higher speed cngincs 
Service factors have not hccii established For l ~ l c  - recently dcveloped smaller and 
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3.4 CONDENSERS 

3.4.1 Description 

The common forms of condensers can be broadly classified as water-cooled con- 
densers, air-cooled condensers, and evaporative condensers. This handbook includes 
only the water-cooled and air-cooled condensers. 

hmctfons are 
The condenser is one of the major components in the steam Rankine cycle. Us 

(1) To condense the vapors exhausting fmm the turbine or the reciprocating engine 
@) To pmduce an economical, continuous vacuum at the turbine or recipmating 

(3) To deaerate the condensate 
(4) To conserve the conde-xsate for reuse as boiler feed 
(5) To maintain the design turbine exhaust pressure and temperature 

engine exhaust to improve heat rate 

The condenser removes waste heat from the primary system and rejects this heat to the 
cooling system or heat sink. 

In designing a power system the lowest condensing temperature is desirable to 
achieve optimum efficiency without incurring a high cost penalty. The condenser type 
and the condensing temperature are selected on the basis of the cooling method used 
and the available cooling-fluid temperature to the condenser. Three condenser 
cooling methods are presently used. 

(1) Once-through cooling, in which the flow of cooling water originates directly 

(2) Wet cooling, in which cooling water is supplied to the condenser from 8 evapor- 

(3) Dry cooling, in which heat is dissipated directly to the atmosphere 
Once-through coaling is prefwred by the system designer since it can provide the 

lowest condenser temperature. However, this cooling method may not be available at 
many geographical lacations either because water is unavallable or because environ- 
mental legislation limits the use of natural waters to avoid theimal pollution. Evapora- 
tive wetcooling is 'mother cooling method. This cooling method depends on the wet-bulb 
temperature and normally cannot provide cooling-water temperatures as low as once- 
through cooling during the surb- mer months. Selecting a higher cooling-water tempera- 
ture affects the ccndensing tcmperaturc and therefore the prime-mover exhaust pres- 
sure. In areas where a water shortage exists. thc use of a evaporative wet cooling 
tower can become a problem bccausc of the required makeup water. This problcm in- 
tensifies with water scarcity. Direct dry cooling permits powerplant siting without re- 
gard for supplies of cooling water, environniental legislation concerning water thcrmal 
effects, and evaporative loss makcup. A dry cooling system i s  designed for the dry- 

from rivers, lakes, seas, etc. 

ative wet cooling tower 
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bulb temperature that L prevalent in the particular application area during the summer 
months @orst cowliuons). The increased heat-sink temperature translates into a 
higher condensing temperature and lower system efficiency. In addition to acceptable 
system efficiency, selection of the condenser type and cooling method is innuenced by 
the size of the power system as well 8 ~ 1  consideration of Mal capital equipment costs, 
land acquisition costs, construction costs, operating costs, environmental factors, de- 
gree of required support systems (e.g., makeup and purification), maintenance costs, 
reliability, etc. 

3.4.1.1 Water-cooled condenserts. - The principal element of the water-oooled 
condenser is the shell-&tube rrssembly. The shell assembly consists of the outer 
structural shell with the shell-side and tube-side inlet and outlet connections, the hot 
well, and the inlet and outlet tube-side heads (water boxes). The tube assembly con- 
sists of the tube bundles @r tube nests), tlae tube sheets, and the tube spacers. 

Figure 3-30 is a schematic of a typical water-cooled condenser. Exhaust steam 
enters at the top of the shell and flows dowmard over and between tbe cooling tubes. 
The condensate formed on tbe sur fwe of the tubes drops into the condensate-collecting 
chamber, called the hot well, located at the bottom of the shell. Cooling water is 
pumped t- the inlet header, called the water box, and flows through the tubes and into 
the outlet header to condense the steam. 

Most water-cooled condensers are single or multipass with the 'tubes arranged in a 
horizontal configuration. The outlet water connection is normally at a higher elevation 
than the inlet connection to ensure conplete filling of the tubes. The single-pass con- 
denser has a single water box at each end of the tube bundle and the cooling water pass- 
es in ody one direction. 

In the multioass condenser the cooling water passes through half of the tubes in one 
direction, is reversed in the water box, and returns in the opposite direction through 
the other m l f  of the tubes. Water boxes are designed to reduce erosion by minimizing 
turbulence and equalizing water velocities at the tube inlets, Depending on the manu- 
facturer's design (large condensers), the locations of the cooling-water inlet and outlet 
can vary, as shown in figure 3-31. 

Multipass condensers are designed with straight tubes. Condenser design is tai- 
lored to s?ecific component and system operating requirements. Application and design 
of a surface condenser must consider steam flow rate, steam ternperdure, required 
turbine or  engine backpressure, cooling-water flow rate, ratio of cooling-water flow to 
steam flow, cooling-water cleanliness, part-power operation, system arrangement, air 
leakage into the condenser, required net positive suction head (NPSH) of the condensate 
hot-well pump, materials, and pressure drop $uinping power) on the coolant side of 
the condenser. 
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In the physical design of the condenser, the shell (or steam) side niusi be designed 
for minimum resistance to steam penetration into the tube bundle. This design must 
incorporate a selective pressure differential in the stem flow in order to prevent over- 
penetration in one section and starving in other sections. The tube arrangement and 
layout must be designed for uniform steam velocity and distribution. To avoid dead 
pockets, the steam inlet and distribution passages must direct the steam flow across 
the entire tube bundle for uniform steam distribution and heat transfer. In cylindrical- 
shell condensers this is accomplished by closely packed tubes in the bottom of the tube 
bundle and restrictive venting into the cooler sections. 

Tube spacing is determined by steam flow, area requirements, and entrance veloc- 
ity. Tube length is determined by power-system space limitations, initial cost, and 
pumping power. A long condenser is usually less expensive than a shorter condenser 
but requires more heat-transfer surface. If water supply is limited, multipass conden- 
sers are normally used. Tube diameter is determined by thermal and space require- 
ments. Although smaller diameter tubes have higher heat-transfer coefficients, larger 
diameter tubes carry more circulating cooling water at a given velocity with less pres- 
sure drop. Cooling-water velocities a re  normally limited to 6.5 to 8 feet per  second. 
Lower velocities are normally uneconomical. Combinations of linear and triangular 
tube-spacing can be used to get the desired steam distribution. (Tubes can occupy 20 to 
25 percent of the full cross-sectional area.) A controlled longitudinal distribution is in- 
corporated into the design so that surfaces will be useful. The hot well (or condensate- 
collecting point) should be designed for adequate NPSH for the hot-well pump. 

3.4.1.2 Air-cooled condenser. - The am-cooled condenser considered in this sec- 
tion is the direct-transfer type where the two fluids (air and steam) are separated by 
the metallic heat-transfer surface (tube wall). The tube section is directly exposed to 
the atmosphere. In air-cooled condensers, steam flows from the exhaust of the prime 
mover (turbine or reciprocating expander) to the inlet header and through the finned- 
tube condensing section. The condensate tlows to the outlet header and to a collection 
point, such as a drum or hot well, wrich provides condensate to the pump suction. A 
fan provides cooling airflow across and between the tube f ins  to remove the waste heat 
and condense the steam. 

Induced-draft (fan downstream of condensing tubes) and forced-draft (fan upstream 
of condensing tubes) condenser configurations are used. Figure 3-32 illustrates these 
configurations. The design and configuration of air-cooled condensers c.ill vary with 
the application, the size of the power system, and the manufacturer's design practice. 
The basic elements of the air-cooled condenser are Llic finned-tube - hcader assembly, 
the fan drive assembly, the plenum chamber with fan enclosure, and the support struc- 
ture. The principal elemeni is the finned-tube - header assembly. With a niultiple- 
tube condensing section the header is designed to evenly distribute the incoming steam 
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Bow to the condenser tubes. Since air is not rn efficient cooling medium, such t18 

water, fins are added to the tubes bo augment the heat-transfer capability. The finned- 
tube design is selected for optimum airside effectiveness and minimum resistauce to 
airflow. Design selection considers the type of fin, the method of bonding the fins to 
the tube, the resistance to airflow, the thickness profrle, the fin-to-baretube ratio, and 
the frontal area. Selecting a tube arrangement .equins an evaluation 6f the airflow 
temperature distribution and pressure drop to minimize fan horsepower, which is a 
parasitic loss. Ahminum and copper fins are used for metal temperatures to 650' F. 
Seeel aad stainlea-steel fins are used for higher terrperatures. Tubes are fabricated 
in steel, stainless steel, chromium-molybdenum steel, and nonferrow metals. Ma- 
terial selection is determined by design requirements (temperature level, pressure, 
etc.). 

trifugal fan. Fan selection is determined by the airflow requirements and the pressure 
differential across the flow path. A propeller fan is more efficient for condensers with 
low internal pressure drop and free air discharge. A centrifugal fan can be used for 
condensers with a higher pressure drop. Fan type and size, horsepower requirements, 
and fan drive are selected on the b h i s  of heat-load and cooling-air requirements and 
environmental constraints. These constraints and  requirement^ consider air resis- 
tance, noise level, unit shape, and operating speeds for design and off-design opera- 
tion. Single- and multispeed fan drives are available. The condenser design and fan 
selection determine the operating cost, which is an important criterion in selecting a 
condenser. 

Cooling sir to the finned cohdenser tuseS is provided by a propeller fan o r  a cen- 

3.4.2 Development Status 

The technical data base is well developed and established for water-cooled and air- 
cooled surface condensers in the 5- to 50 000-kilowatt power-system output range. The 
technical base includes design techniques, experience factors, materials technology, 
and fabrication techniques for factory-assembled and site-erected condensers. A num- 
ber of manufacturers offer a commercial line of developed condensers. Commercial 
condenser size as a function of power level on tlze basis of heat-transfer area is shown 
in figure 3-33. Larger condensers are considered to be engineered items and are  
made to order. 

3.4. : Availability 

The availability of commercial water-cooled and air-cooled condensers is shown as 
a function of power level in figure 3-34. Availability is influenced by the size and the 
design requirements. 
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3.4.4 cost 

The cost of commercially available air-cooled and water-cooled condensers is 
shown as a function of power level in figure 3-35. 

3.4.5 Operating Characteristics 

The condenser is designed to remove the waste heat from a power-generating sys- 
tem at different operating levels and to maintain the prime-mover exhaust conditions at 
particular steam flow rates and coolant-inlet conditions. Design performance is con- 
tingent on maintaining the required heat t r a d e r  throughout the condenser, removing 
noncondensible gases, and maintaining cooling-water flow rate for the required design 
conditions. 

Noncondensible gases in the condenser are the result of air leakage into the prime 
mover and into the condenser. Noncondensibles have a detrimental effect on attainable 
vacuum, as well as on the heat-transfer coefficient in the condenser. Provisions must 
be made for continuous removal of air from the steam space. An example of the effect 
of air leakage on attainable vacuum is shown in the following table: 

Ssee of umdenser, 
kW 

8700 
8500 
4000 

-. R' of free air/- 

vaeoum, h. Hg 

28.25 27.85 27.4 21.0 26.6 
28.4 28.1 27.8 27.5 27.2 
28.7 28.35 28.0 27.65 ---- 

Condenser ratings are based on the heat transfer for a certain level of heat- 
transfer-surface cleanliness. For the water-cooled condenser, ctipacity will progres- 
sively decrease from the fouling of the heat-transfer surfaces on the water side of the 
tubes. Condensers must have sufficient excess tube-surface to offset the effects of 
fouling and to maintain satisfactory performance with a reasonable period of service be- 
tween cleanings. Therefore, fouling factors are used to predict performance in sizing a 
condenser. The fouling (cleanliness) factor is defined as the ratio of heat transfer of 
fouled tubes to that of clean tubes. The air-side fouling of the air-cooled condenser is 
negligible when compared with the water-cooling problems of scale formation, corro- 
sion, and biological growth in tubes. 
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The air-cooled condenser rating (heat-removal capability) is based on the difference 
between the dry-bulb temperature of the cooling air and the design condensing tempera- 
ture. Air has a specific volume 830 t imes as great as that of water, but its heat capa- 
city is only about one-fourth that of water. Consequently, for a given amount of cool- 
ing, the aircooled condenser requires large volumes of air. During operation, steam 
flows from the inlet header into the 5 e d  condensing tubes and cooling air passing over 
the finned tubes condenses the steam. Because steam and condensate flow in the same 
direction, the pressure loss is minimized and the heat-transfer coefficient is in- 
creased. Desim performance is affected by changes in flow and cooling-air tempera- 
ture, changes ir! static pressure, and changes in air-side effectiveness due to flow re- 
strictions at the tube fins and fouling. Shutters and fan speed control are used for off- 
design operation. 

3.4.6 Operating Constraints 

rate, level of noncondensibles on the steam side, and cleanliness of the heat-transfer 
surfaces. Deviating from design operating parameters results in reduced performance. 

Operating constraints on a condenser are the coolant temperature, coolant flow 

3.4.7 Experience Factors 

Condensers are well-developed, passive components with established operating and 
maintenance histories. Established designs meet power-system life and reliability re- 
quirements. 
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3.5 BOILER FEED PUMPS 

3.5.1 Description 

Pumping is defined as the transport of fluids from one point to another by adding 
energy to the fluid with a pump. Several types of pumps have been developed in the in- 
dustrial pump sector and are commercially available for the range of industrial and 
boiler feed pump applications. Thesc pump types are 

0) Positive-displacement pumps 
(2) Centrifugal pumps 
(3) Turbine regenerative pumps 

Selection of a particular type of pump for a boiler feed application depends on the re- 
quired system discharge pressure, the flow requirements (high pressure and low capa- 
city, high pressure and intermediate capacity, etc.), and the temperature. Other fac- 
tors considered in pump selection include pump efficiency, size, weight, reliability, 
design life, required net positive suction head (NPSH), and the known maintenance his- 
tory for a particular type of p u p .  Selecting a pump requires careful matching of pump 
performance characteristics with system requirements at full load and at off-design 
conditions (e.g., 75 and 50 percent af system output operation). The pump driver 
should be selected for the maximum operational brake horsepower. Overpowering 
should be avoided. 

3.5.1.1 Reciprocating positive-displacement pumps. - Commercial reciprocating 
positive-displacement pumps are normally characterized as fixed-speed, fixed- 
displacement (capacity) pumps designed for high-pressure applications. In this type of 
pump the liquid flows from the inlet (suction) into a cylinder with a fixed volume and is 
forced out of this chamber (displaced) by a moving piston or plunger. Pumping action 
is by displacement. The power end is an assembly consisting of the pump frame, bear- 
ings, crankshaft, connecting rods, and crossheads. The liquid end is an assembly con- 
sisting of the liquid cylinders, pistons or plungers, suction and discharge valves, inlet 
and outlet connections, and pressure seals, The pistons or plungers are directly con- 
nected to the crossheads. The liquid end is bolted to the power end, Figure 3-38 illus- 
trates a typical pump construction. Designs will vary with size, speed, and manufac- 
turer's design practices. The pump is generally driven through speed-reduction gears 
or a V-belt drive arrangement. The rotating motion of the driver and crankshaft is 
converted to linear motion at the pistons o r  plungers through the connecting rods and 
crossheads. During operation, the suction (inlet) valve opens on the backstroke of the 
piston or plunger and fills the displacement volume in the liquid cylinder. The suction 
valve closes, and on the forward stroke the discharge valve opens as the liquid is forced 
out of the cylinder into the system piping. The total capacity (in gallons per minute) is  
a function of the cylinder displacement volume, the number of pistons or plungers, and 
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the sped. The discharge pressure is a function of system resistance. Commercial 
pumps are available in vertical and horizontal configurations. In some cases, change8 in 
capacity can be achieved with variable-displacement pumps o r  variable-speed drivers. 
These are nonstandard design features. Commercial pumps are available in ratings 
from less than 1 gallon per minute to over 200 gallons per minute at discharge pres- 
sures to 3000 psi and above. In the past the reciprocating positivedisplacement pump 
was used to a large extent for boiler feed applications in the low- and intermediate- 
capacity ranges. Figure 3-39 illustrates these application ranges. The use of this 
pump has somewhat diminished with new developments in centrifugal pumps and turbine 
regenerative pumps. 

3.5.1.2 Centrifugal ~ u m ~ s .  - As th, name implies, centrifugal force is used in 
centrifugal pumps to transport liquids. Liquid flows to the center of the impeller, is 
picked up by the impeller vanes; is accelerated to a high velocity by rotation of the im- 
peller, and is thrown by centrifugal force into a spiral volute of gradually increasing 
size. The velocity head is converted to pressure head in  the volute. Figure 3-40 il- 
lustrates the flow pattern and the impeller-volute arrangement. In some pump designs 
a diffuser is used in lieu of a volute to convert velocity head to pressure head. 

The principal elements of the centrifugal pump are the pump casing and the rotat- 
ing element. The pump casing includes the inlet and outlet connections, the volutes o r  
diffbers, the bearing housings, the shaft-seal housings, and the wearing rings. The 
rotating element includes the impellers, the shaft, and the shaft-mounted bearings. 
Figure 3-41 illustrates a typical multistage centrifugal pump configuration. 

low capacity, intermediate head and higher capacities, etc. Single and multistage 
pumps are available. The difference in pump design ratings and operating characteris- 
tics is due to the impeller design. The different types of impellers are 

Centrifugal pumps are designed for a wide range of ratings such as low head and 

(1) Forced vortex 
(2) Radial 
(3) Francis 
(4) Mixed flow 
(5) Propeller 

As indicated, pumps with these impellers have different operating characteristics, and 
these characteristics a re  classified by a dimensionless factor called a specific speed 
index Ns. This factor is a guide in determining the maximum head at which a pump 
can operate and is defined as the speed at which an exact model of the pump would have 
to operate to deliver 1 gallon per minute against l-foot head per stage. The lower the 
spec€% speed, the higher the head that can be develonsd per stage (per impeller). F'ig- 
ure 3-42 illustrates the specific speed range. 
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The forced-vortex pump is a low-specific-speed pump that operates at high rota- 
tional speed and is applicable for low-flow, high-head boiler feed pump applications. 
Multistage pumps with radial impellers (Ns of 100 to 2000) are used for high-head ap- 
plications (e.g., 100 to 1000 psi and higher); Pump designs will vary with the applica- 
tion requirements and manufacturer's design practices. 

3.5.1.3 Regenerative turbine pumps. - The regenerative turbine pump is used for 
low- to intermediate-capmity (3 to 300 gal/min) and high-head (lo0 io 1500 psi) apdi- 
cations. The im2eller and casing of this pump differ from those of a centrifugal pump. 
The centrifugal-pump impeller incorporates vanes that extend from the impeller eye to 
the impeller periphery (straight and curved vanes) and a casing with a spiral volute o r  
diffuser section. The regenerative pump derives its name from the many blades that 
are machined into the periphery of the impeller. This construction is illustrated in fig- 
ure 3-43. This pump develops a higher pressure per  stage than a centrifugal pump, is 
considered to be self-venting, and requires close-running axial clearances. An annular 
flow chamber is incorporated in the casing at the periphery of the turbine wheel in lieu 
of the spiral volute or  diffuser section used in a centrifugal pump. 

In the regenerative hrbine pump, liquid flows from suction to both sides of the im- 
peller and to the annular chamber and is pumped by shearing action through the channel. 
The flow of liquid within the impeller blades is shown in figure 3-44. The pressure 
buildup is continuous and progr ,she along the annular path. Single and multistage 
pumps are  commercially available for high-discharge-pressure applications. In multi- 
stage pumps the discharge of a stage is directed to the next stage, where the pressure 
is doubled and the process repeated. 

The principal elements of this pump are the rotating element and the pump casing. 
The rotating element assembly includes the shaft, the impellers, and the shaft-mounted 
bearings. The casing includes the pressure-shell housing with inlet and outlet connec- 
tions, shaft-seal housings, bearing housings, pump mounts, and liners or rings with 
flow channels. 

3.5.2 Development Status 

Pumps have been developed and are  commercially available through the full range 
of boiler feed applications for the industrial and utility sectors. Forced-vortex cen- 
trifugal pumps, reciprocating positive-displacement pumps, and turbine regenerative 
pumps are  developed and commercially available for low-capacity, high-pressure 
boiler feed applications (capacity, 4 to ,250 gal/min; pressure, 100 to >lo00 psi). 
Multistage volute and diffmer centrifugal pumps are commercially available for higher 
capacities and higher discharge pressures with horizontally and vertically split (barrel 
type) casings. A sound technology base exists in  the commercial pump sector. 
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3.5.3 Availability 

The availability of these pumps in terms of mass production varies with pump size 
and the production capability and workload of the manufacturer. Estimates of availa- 
bility are given in figure 3-45. 

3.5.4 cost 

Cost estimates obtained from the manufacturers of centrifugal pumps are shown in 
figure 3-46. 

3.5.5 Operating Characteristics 

3.5.5.1 Recirmcating DO sitive-displacement pumps. The conventional recipro- 
cating positive-displacement pump is a direct-acting, fixed-displacement, fixed-speed 
pump that develops a discharge pressure equal to the system resistance. Changes in 
output capacity can be achieved by bypasaing a portion of the discharge flow or  by a de- 
sign provision that permits changes in crankshaft speed and total displacement per unit 
of time. Bypassing is not considered the optimum method of capacity control since 
the pump operates at full load and power but delivers a lower capacity to the system. 
Variable-displacement control is available in some commercial pumps. Pump effi- 
ciency is a function of volumetric efficiency and mechanical efficiency. Mechanical ef- 
ficiency varies with the friction losses in the pump power-end and through the packed 
stuffing box at each plunger. Losses in volumetric efficiency are due to valve slip 
(back leakage acrose the valve) and direct leakage from each stuffing box. Pressure 
fluctuates at the discharge of the reciprocating piston-plunger pump because of the pump 
flow pattern. This characteristic x 7 a .  'r.8 with the pump design. Cushion chambers are 
used to dampen the pulsation effect on system operation. 

3.5.5.2 Centrifugal pumps. - The theoretical performance characteristics of a 
centrifugal pump are a function of the impeller and the specific speed bump type). The 
Intual in-service pump performance characteristics are a function of how well the de- 
sign characteristics of tho specific pump were matched to the actual requirements dur- 
ing the pump selection process. When efficiency rather than initial cost is emphasized, 
the pump should be selected at the highest efficiency of a pump head-capacity curve. 
The slope of the curve should be selected for stable operation that matches the system 
operating cycle. With the centrifugal pump, the capacity and discharge pressure will 
vary with the system friction load. Oversizing or undersizing a pump results in a lower 
efficiency for the application. Head-capacity curves can be flat, drooping, rising, 
steep, stable, or unstable - depending on the shape of the impeller blades. 

aa follows: 
The different head-capacity curves are illustrated in figure 3-47 and are described 
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(1) A flat curve indicates little variation in discharge head between the design point 
and pGmp shutoff. 

(2) A steep curve indicates a large increase in discharge head between the design 
point and pump shutoff. 

(3) A rising curve indicates a continuous increase in discharge head and a decrease 
in capacity from the design point to pump shutoff. 

(4) A drooping curve indicates a decrease in discharge head between the design 
point and pump shutoff. 
The drooping curve is considered to be an unstable curve since the same discharge 
pressure can be developed at two different capacities. The flat, steep, and rising 
curves are considered to be stable curves since there is one capacity for a particular 
discharge pressure. In the selection of a pump, the required NPSH should always be 
less than the avttilable system NPSH. Otherwise, performance can deteriorate. 

Centrifugal-pump efficiency is affected by the following losses, which are a func- 
tion of the design and the fabrication methods: 

(I) Hydraulic losses - losses caused by shocks, eddy currents, and friction of the 
fluid through the impeller and casing 

(2) Disk-friction losses - power required to rotate the impeller in the liquid 
(3) Short-circuit losses - losses caused by leakage from the discharge to the suc- 

tion side of the pump through clearances between the casing and the impeller 
wearing rings 

pump bearings. 
(4) Mechanical losses - losses resulting from friction in the stuffing boxes and the 

3.5.5.3 Regenerative turbine ~umps. - The regenerative turbine pump has a char- 
acteristic steep head-capacity curve. Unlike the characteristics of the conventi mal 
centrifugal pump, the brake horsepower decreases with increasing capacity and de- 
creasing head, Figure 3-48 illustrates a typical head-capacity performance curve. 
The regenerative turbine pump follows the same head-capacity speed law as the cen- 
trifugal pump. The capacity varies as the speed, and the head varies as the speed 
squared. These pumps are self priming and develop higher heads per stage than con- 
ventional centrifugal pumps and are particularly applicable for low capacities, where 
some centrifugal pumps would operate too close to shutoff (unstable region). The steep 
head-capacity curve provides stable performance over a wide range in head. 

figures 3-49 and 3-50 for the pumps discussed. 
Pump efficiency and brake horsepower as a function of power level are shown in 
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3.5.6 Operating Constraints 

For successful application and operation of a pump for boiler feed service, the 
pump must be supplied with sufficient NPSH, and the electric motor or -+her driver 
must be sized for the operational pump brake horsepower range. A pump is suitable 
only for a specific pressure-capacity range. 

3.5.7 Experience Factors 

Commercial boiler feed pumps are fully developed powerplant components with an 
established design life, high reliability, and well-documented maintenance schedules. 
Equipmait operating lives of 5 to 10 years are not uncommon. 
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(a) Straight rlow (single). (b) Straight flow (double). 

(c) Reheat. (d) Extraction. 

Figure 3-1. - Steam turbine variations. 
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Figure 3-7. - Inlet pressure of Rankinecycle steam turhinea as function of power 
level. 
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Figure 3-8. - Inlet temperature of Rmklnccycle steam turblnes as function of 
power level. 
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Figure 3-9. - Turbine shaft speed of Rankine-cycle steam turbines as function of 
power level. 
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Figure 3-10. - Availability of Rankinrcycle stenm turbines as function of power level. 
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Figure 3-15. - Steam flow rate for Rankine-cycle steam turbines as function of 
power level - at %-percent load. 
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Figure 3-21. - Schematic of basic steam reciprocating expansion 
engine. 
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Figure 3-26. - Indicator diagram for steam and organic reciprocpting 
expansion engines. 
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Figure 3-27. - Overall efficiency 
of steam and organic recipm- 
eating e v i o n  engines as 
function of actual engine out- 

PUt. 

Figure 3-28. - Fluid flow rate of 
steam w d  organic reciprocat- 
ing expansion engines as func- 
tion of actual engine output. 
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Figure 3-29. - Cost of steam and organic reciprocating engines as 
function of actual engine output. 
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Figure 3-30. - Schematic of typi- 
cal surface condenser. 
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Figure 3-32. - Multipass condensers. 
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Figure 3-45. - Pump wailability 88 function of power level. 

79 



. . . . . . . , 1 . . . .  . . . . . . .  . . . . . , ~~ 

80 



- f 20; 
o j  

IO : 

I---- -.-___- - 

Flgure 3-48. - Tvpical '-crc~.rn~.acftv c w v e  ,a ,egcnerativc turbinc pump. 

81 



1 10 102 lo3 
Wwer level, kWe 

lo4 

FIgure 3-49. - &imp efaciency M function of power level. 

82 



m 
0 
r( 

cu 0 
rl s: 

p1 
0 

E 
B 
E: 

83 





N 79-26479 

4.0 BRAYTON-CYCLE COMPONENT CHARACTERISTICS 

by Thaddeus S. Mroe, Jack A. €Idler, andHarvey S. Bloomfjidd 

The gas-turbine-engine power-generating system L defined as the overall assembly 
comprising the gas turbine engine (prime mover), the spged-reductlon unit (if not inte- 
gral with the prime mover), and the altemating-cm(=) el&c werator. This 
section discusses only the gas turbine engine, The speed-reduction unit and the ac gen- 
erator are discussed separately in sections 6.0 and 7.0.  

energy-conversion device that converb chemical energy in the fuel or externally sup- 
plied heat energy to internal energy and finally to mechanfcd shaft energy. Depending 
on the engine configuratioa, the heat input to the mghe can orighate from combution 
of coal or petroleum-derivative fuels, from a nuclear reactor, or from solar energy. 

engine is a continuous-combustion engine. It operates at hi@ temperatures (1300O to 
2300° F) and high speeds (3000 bo 95 000 rpm) with a singie-phase, gaseous Working 
fluid. (The Rankine cycle uses a two-phase fluid.) 

Two basic types of Brayton gas turbine engine have been developed and are presenti 
ly in use: the closecbcycle engine and open-cycle engine. The closed-cycle Brayton 
engine is the natural cycle for the gas turbine since it can be used with any single-phase, 
gaseous working fluid (such as air or rare gases) and with any fue. In this engine con- 
figuration, the working fluid operates in a closed-loop system (We the Rankine and 
Stirling cycles) and is not discharged to the atmosphere. This en- configuration has 
had limited development and application in this COuLdry. However, industrial units 
have been developed and are operational in Europe and Japan (ref. 9). 

In the open-cycle Brayton gas turbine engine the working fluid (air) is exhausted to 
the atmosphere. Ik.0 configurations of this engine have been developed and are present- 
ly in use. In one configuration, called the simple open-cycle engine, waste heat is not 
recovered. In the other configuration, called the regenerated open-cycle engine, a por- 
tion of the exhaust waste heat is recovered to improve thermal efficiency. 

As used in this handbook, a regenerated engine is ohe that uses a stationary heat 
exchanger or a rotating metallic o r  ceramic heat exchanger for waste-heat recovery. 
The stationary heat exchanger is sometimes referred to as a recuperator. The open- 
cycle engine is widely used in aircraft propulsion (simple open cycle) and in mechanical 
and electric power generation (simple and recuperated open cycles). 

The gas turbine can be described as an assembly consisting of a rotating element 
contained iu an engine housing Czc supports the rotating element and also serves 3,s a 
pressure shell. Principal elements of this engine are  the compressor, the turbine, and 

The gas turbine engine operates on the Bmyton-cycle principle. It is a dynamic 

Unlike Otto-cycle engines and like Rankine- and Stirllnepcycle engines, the Brayton 
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the combustor o r  the heat-mrce heat r. The mmpreb18or and turbine are 
Mouldted on a &aft.. Sn the open-cyde combustor is inatalled inside the en- 
@ne howhg. In mme foreign designs, the combustor ie installed outside the engine 
howhag. In the closed-cycle engine, the heat-source heat exchanger is fnstalled in the 
clomsd loop between the eompmesor and the turbine. 

m e  operation fatrolves bwr b@c stepe 
(1) The, worldng BIlid enter8 the oompremor rrad is compressed to a design pnw- 

(2) The compretmed workbg fluid L heated to a design turbine-inlet temperature in 

(3) mworkingfluidis 
(4) The expanded gas- are extmwted to &e atmosphere or to a heat exchanger 

(regenerator) for recovery or remod of waste heat. 
Between 50 and 80 percent of tbe work develoQed by the turbine engine is used for com- 
pression. The actual d u e  d m d s  on the cyde and the system design. The remaining 
energy is available for shaft mrk (mechanical or electric power generation). 

m e ,  the compressor and turbhe are mounted on a common shaft, which is supported 
on bearings. In this canffguration, the compressor and turbine are mechanically con- 
nected. In the W s h a € t  engine, the compressor and the turbine that supplies the com- 
pressor work are mounted on a single shaft. "his assembly is called the gas-generator 
assembly. The working Quid is only partially expanded in the gas-generator turbine. 
A second turbfne is mounted on a second &a€t to complete the expansion of the gases 
and to generate the power for shaft work. This turbine is called the low-pressure tur- 
me, the power turbine, or the free turbine. Both assemblies are mounted dong the 
horizontal engine axis and are connected by a gas coupling. Each shaft is supported by 
separate bear€ngs. In the twp.shLLft configuration, the power turbine operates at a 
lower speed than the gas- generator turbine. 

Heat addition to the gas turbine enghe is provided by a combustor or a heat-source 
heat exchanger. Compressor discharge flow is ducted to the combustor or heat-source 
heat exchanger for heat addition and is then ducted throw transition sections to the 
turbine. 

The simple open-cycle gas bvrbine engine is illustrated rschernatically in figure 4- 1. 
The rqgenerated open-cycle engine is illustrated schematically in figure 4-2. It in- 
corporates the same features as the simple open-cycle engine except that a regenerator 
is used to trader waste heat from the exhawt to the gas flow between the compressor 
and the combustor or heat-source heat exchanger. The closed-cycle gas turbine engine 
is illustrated schematically in figure 4 3 .  It incorporates a regenerator for waate-heat 
recovery and a heat-rejection heat exchanger for removal of waste heat from the system. 

sure for the operathnd pressure ratio. 

tbe combustor or the heat 
in the turbine to pmvide mechanical energy. 

Single- and two-shaft open-cycle engines are manufactured. In the single-shaft 
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Generally, the attributes of the gas turbine engine are 
(1) -mum number of moving parts 
(2) Minimum friction 
(3) Quick-starting characteristics even at very low ambient temperatures 
(4) Rapid load-response characteristics 
(5) Minimum vibration 
(6) Low weight per horsepower 
(7) Low installation costs 
(8) Compactness 

Unlike the Rankine-cyale power system, which t colqpocped af separate and different 
components, the open-cycle gas turbine engine is a modular sgstem. The character- 
istics of gas turbine engines are discussed in the following suberectiom. 

4.1 SIJlPLE OPEE-CYCLE GAS TURBINE ENGINE 
4.1.1 Description 

The simi ' open-cycle gas turbine engine is the most prevalent and deyeloped gas 
turbine en gin^ in this country. Depending on the application, turlrfre exhaust is dis- 
charged directly into the atmosphere or into a Ranldne bottoming cycle for vmsta-heat 
recovery. Several generations of simfle open-cycle gas turbine engines have been 
developed and are commercially available: the heavy-duty statlonary enghe (3700 b 
95 000 kw), the lighter weight industrial engine (10 to 35 000 kw). 

The heaw-duty stationary enghe was first developed in the early 1900% and in- 
corporated powerplant design and construction practices (ref. 6). More recent heavyL 
duty-engine designs incorporate both heavy-duty steam turbine and aircraft engine de- 
sign and construction practices. This engine is used in utility, industrial, and marine 
applications. Figure 4-4 illustrates a typical design. 

The lighter weigbt industrial engines are more compact and evolved from both 
aircraft-engine technology and design requirements for induetrial, utility, and ground 
and marine transportation applications. The lighter weight industrial enghe class in- 
clrides aircraft engines modified for these applications as well as new engines designed 
in small, intermediate, and large sizes. Figure 4-5 illustrates typica industrial gas 
lurbine engines. 

Heavy-duty engines operate at low shaft speeds (3000 to 10 000 rpm) and low 
turbine-inlet temperatures (1400' to 2000' F). Lighter weight industrial engines oper- 
ate at higher shafi; speeds (6000 to 95 000 rpm) and higher turbine-inlet temperatures 
/1:ofo to 2?r,0° F). Lnng life, high reliability, and high efficiency are mrnmon objec- 
,i c- tf;.' tvpes. 
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As noted previously, the bmic engine consists of the rotating dement and the en- 
gine housing assembly. The rotating element (rotor) is an assembly of components in- 
cluding the compressor, the turbine, and the shaft. This assembly is supported by 
radial and thrust bearings. The engine housing assembly incorporates the pressure- 
&ell enclosure, the compreasor stator vauea, the stationary turbine vanes, the com- 
bustor assembly, the inlet and outlet ducts, the diffusers, the transition sections for 
ducting airflow from the compressor to the combustor and from the combtor to the 
turbine section, the bearings, the fiwl supply equipment, and the ancillary equipment. 
The engine designs vary depending on the application requirements, the operational 
mode (cyclic or steady state), and the manufacturer's design techniqum. Typical de- 
sign variations include 

(1) Single- o r  two-shaft engine 
(2) or multistage compressor 
(3) Centrifugal- o r  axial-flow compressor o r  combinations of a centrifugal stage 

(4) Single- or multistage turbine 
(5) Radial- o r  axial-€low turbine 
(6) Single-can, can-annular, o r  annular combustor 
(7) Pressure ratios of 2.2 to 18 
(8) Turbine-inlet temperatures of 1400' to 2300' F 
Engine design and construction require close dimensfonal control to avoid local 

flow separations and stall and to reduce friction losses through the blading and duct 
passages. Accurate concentricity and balancing of the rotor are required to avoid 
damaging vibrations at high rotational speeds. Fabrication methods vary with the d e  
sign, the type of engine, and the manufacturer's techniques. This is particularly true 
of the housing and the pressure conta'nment. Mater ia ls  used in these engines include 
ferrous and nonferrous metals o r  alloys, ceramics, cermets, superalloys, and re- 
fractory materials. Material selection is influenced by the engine's operational tem- 
peratures , pressure ratio, size, and construction and the manufacturer's design 
practices. 

A s  a result of the trend to hS I zc cycle-pr,essure ratios, higher turbine-inlet tem- 
peratures, longer service levels, and longer intervals between engine uverhaul, it is 
necessary to cool the hot zones to maintain metal temperatures within allowable design 
limits. Cooling is therefore provided at the combustor walls (liner), in the transition 
section between the combustor and turbine, and in the turbine blades and nozzles. 
Cooling ail  originates from compressor discharge flow. 

from 1400' to 2300' F at the turbine inlet. The degree of cooling and the selection of 
cooling techniques depend on the materials 0:' construction, the impurities in the fuel, 

and axial stages 

Operating temperatures will range from 3400' to 4000' F in the combustor and 



and &e peak temperatures. Available cooling techniguee include co~vection cooling, 
film cooling, impingement cooling, and transpiration codhg. The cooling require- 
ments for high-temperature turbines (e. g. , 2300' F turbfxmiulet temperature) may 
significantly influence compressor size because of the quantity of compressor bleed 
flow required for cooling. 

driven equipment, a speeol-reduction unit is normally required for mechanical and 
electric generator drive applications. Integral speed-reduction gearing is incorporated 
in some engine designs. Generally, separately mounted speed-reduction units are 
used. Figures 4-6 and 4-7 illustrate a gas turbine engine with htegrd speed-reduction 
gearing and wfth a separately mounted speed-reduction unit, respectively. 

Slnce the output shaft speed of this engine k normally bigher than the speed of the 

4.1.2 Principal Components 

4.1.2.1 Turbine. - The turbine converts the internal anergy of the working nuid 
thiougb a controlled expansion of the gas from the inlet pressure and temperature 
(combustor discharge flow) to lower pressure and temperature (turbine exhaust). The 
turbine design Muences the design of both the compressor and the combustor. 

Turbines a re  normally classified as either radial o r  axial. The radial-flow turbine 
(fig. 4-8) (ref. 10) is usually used in single-stage applications because of the complexity 
of the ducting required between the turbine stages. Typical applications are automotive 
@s engines; small auxiliary power units for aircraft; small and intermediate industrial 
engines; and advanced, small space-power systems such as the Brayton-cycle power 
unit. During operation, flow enters the turbine radially and leaves d a l l y .  Figure 4-9 
shows the stator and rotor assembly of a typical radial-flow turbine (ref. 10). Radial- 
flow turbines can h a d e  a higher pressure ratio per stage than the axial-flow turbine 
and are normally used where the overall turbine pressure ratio can be accommodated 
by one stage. 

quired. Axial-flow turbines can have one stage to 15 o r  20 stages depending on the rc+ 
quired overall pressure ratio. Typical applications a re  large ground-power generation 
systems, aircraft propulsion engines, and proposed space propulsion systems end in- 
dustrial engines. During operation, flow enters and leaves the turbine axially. Fig- 
ure 4-11 shows a four-stage turbine rotor used to drive the fan of an aircraft turbofan 
engine. Because the axial-flow turbiie can have so many stages, it is usually 
found in systems that require very large output powers. 

The radial-flow turbine is considered to be more rugged and may becheaper to 
manufacture. The axial-flow turbine is smaller fn diameter, requires simpler ducting, 
and has a lower inertia. Typical losses considered in turbine design include profile 

The axial-flow turbine (fig. 4-10) is used where higher pressure ratios are  re- 
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losses, tip olearanoe losses, dtdc friction losses, partfal admission losses, and inci- 
den- losses (ref. 10). 

4.1.2.2 Combustor. - Although combustion is not required in an all-solar energy- 
conversion system, a dlsoussion of the combustor is presented here for reference with 
a hybrid (solar - fossil fuel) system. 

In the qxs.n-cyc?le gas turbfne engine, fuel is burned continuously in the combustor. 
During oPc;c:tian the temperature of the workfng fluid is raised by compres'sion from 
ambient bo a spe-c level &panding an the engine pressure ratio. The temperature of 
the working fluid (comprerpsor dlscharge flow) is then increased in the combustor to the 
required operating temperature at the turbine inlet. The combustor is the highest tem- 
perature zone in the en-. 

Both have three operating zones: 
Two major types of combustor are currently in use: the can, and the annular. 

(1) The primary zone - where the fuel-air ratio is highest (can be stoichiometric) 

(2) The secondary zone - where the reaction is completed 
(3) The dilution eone - where relatively large volumes of air are introduced to r s  

and the temperature may be as high as 4000° F 

d w e  the average temperature of the combustion gases to the design turbiae-inlet 
temperature 

During operation of an open-cycle engine, a portion of the compressor discharge 
flow is ducted bo the primary zone for combustion of the fuel. The remaining flow en- 
ters the combustor through openings in the combustor walls in the secondary and dilu- 
tion zones. Since combustion temperatures are very high, the combustor walls are  
maintained within the allowable material temperature limit by film o r  convection cooling 
with dilution air. 

The combustor, which is located between the compressor and turbine, can be the 
straight throughflow type or the reverse-flow type. A large number of combustcr de- 
sign configurations exist. Depending on enginz design and size, the combustor assem- 
bly may consist of a single-cau configuration (fig. 4-12); an annular configuration 
(fig. 4-13); o r  a can-annular configuration (fig. 4-14), where a number of combustor 
caus a r e  installed radially around tb, compressor. 

Combustor design is concerned with combustion efficiency, durability, pressure 
drop, outlet temperature profiles, combustion stability limits, fuel flexibility, and 
emissions. Combustion efficiency influences both specific fuel consumption and emis- 
sions. Pressure drop affects epecific fuel consumption, power output, and weight. 
Outlet temperature profiles affect turbine life and engine efficiency. Combustion 
stability limits define the operating limits of the engine and its application. Consider- 
able effort is being dfrected in combustor development to comply with Federal emission 
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regalatiom and, at the same time, achieve f u d  fidbtllty, that LES, to achieve tbe com- 
bustian of light distillate and heavy fuels in an anvironmentally acceptable manner. 

4.1.2.3 Compressor. - The compresmr's function is to increase the pressure of 
the working f i zd  before it is heated and before the energy is extracted in the expatdon 
process. The compressor may have a number of compression stages, depending on 
overall pressure ratio. Each stage consists of a rotating row of blades (the rotor), 
which adds energy b the air, and a stationary row of blades (the stator) which converts 
kinetic energy (velocity head) to static pressure. General dedgn requirements include 
(l) Hi& efficiency 
(2) Low cornpressor weight per unit of flow or output power (low inerfia for fast 

response) 
(3) Wide range of stable flow operatSom 
(4) Low cost 
(5) Rug;gedness 
(6) Reliability 
(7) SymPuCitY 
TWO basic types Of COm~r8sSOr Stag8 Used @S turbine mm8S: the C&rf- 

fugal (radial)-€low compressor, and the axial-flow compressor. The centrifugal-flow 
compressor develops a higher pressure ratio per stage (fewer stages) and ha6 shorter 
overall length than the arid-flow compressor. This resulLs in fewer stages to achieve 
the design pressure ratio. The &recti03 of Wet flow is axial aad the direction of 
discharge flow is radial. A stationary diffuser converts the velocity head to static 
pressure. The centrifugal-flow compressor is n o r m a  used as a eingle-stage unit. 
Its efficiency depends on many factors, such as size and flow rate. It is characterized 
Ly short length and large frontal area. In general, the centrifugal-flow compressor is 
considered rnechtnically more rugged and more idiable than an axial-flow compressor. 

The axial-flow compressor is :'wed on the concept that gas can be compressed 
more efficiently if the pressure ir, raised in a series of small increments along the axial 
direction. The axial-flow compressor has a number of stages and is used for higbflow 
applications. The dircctkn of flow is axial at the inlet and at the outlet. The axial-flow 
cornpressor has a lower pressure ratio per stage and requires more stages to azhieve 
the design pressure ratio - but has a higher flow capacity per frontal area - than the 
centrifugal-flow compressor. The axial-flow compressor nchieves high efficiencies in 
the larger sizes and is the more prevalent design fn high-flow applications (larger 
enginej. The number of stages required for a given overall pressure ratio results in a 
longer compressor configuration than for the centrifugal type. Because of the number 
of relatively fragile blades, the axial-flow compressor is generallv more expensive an(' 
more difficult to manufacture than the centrifugal type. In some cases, a compressor 
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design will include a matched combination of an axial- and a centrifugal-flow com- 
pressor. 

4.1.3 Development Status 

A sound and developed technology base exists for the simple open-cycle gas turbine 
engine in the 10- to 50 000-kilowatt output power range and above. Design and fabrica- 
tion techniques are supported by substantial experience and operating history for heavy- 
duty stationary engines in the 3700- to 50 000-kilowatt range (and above) and for lighter 
weight industrial engines in the 10- to 35 000-kilowatt range. Gas-turbine-engine de- 
velopment is highly competitive and is oriented toward current and future technical re- 
quirements, market demands, and new applications in the industrial, utility, and ma- 
rine transportation sectors. Current development is directed toward upgrading the 
performance and range of existing engine designs and toward generating new designs. 

Development of simple open-cycle gas turbine engines in this country has been 
primarily in the output power range of 500 to 50 000 kilowatts because of market d+ 
mands. More recent demands have resulted in development of engines in the 10- to 
500-kilowatt output range and of larger engines to 75 megawatts. Although small en- 
gines are available, comprehensive product lines matching those for the steam turbine 
have not been developed. Existing designs use energy derived from the combustion of 
fossil fuel. Using a simple open-cycle gas turbine engine in a hybrid (solar - fossil 
fuel) system will require specific engine modifications to accommodate a solar-heat- 
source heat exchanger. The extent of the modifications will depend on the particular 
engine design. size, and operating requirements. 

Development status is illustrated in  figures 4-15 and 4-16, which show the design 
output power level of production, prototype, and developmental units as a function of 
turbine-inlet temperature and pressure ratio through the output power range of 10 to 
50 000 kilowatts. 

4.1.4 Production Status and Availability 

Production and preproduction engines are available in the output power range of 
8 to 95 000 kilowatts. The engines have gone through the development an, ..rototype 
stages and are  commercially available. Hard tooling and manufacturing techniques 
have been established, and the designs have been optimized for economical production. 
Production quantities depend on the engine size, the size and loading of production fa- 
cilities, and the available tooling and manpower. 

figure 4-17. 
Current engine delivery schedules estimated by the manufacturers are  shown in 
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4.1.5 Operating Characteristics 

The gas turbine englne is a conthuow-combwMon, high-temperature, hi@-speed 
engine. It is considered fo be quiet, has a minimum of moving parts, and is practically 
free of vibration. 

Performance of the gas turbine ie measured in terms of specific fuel consumption 
(sfc) expressed in pounds per horsepower per hour or in terms of heat rate expressed 
in Btu per horsepower per hour. Both specific fuel consumption and heat rate are de- 
termined by the efficiency of the individual components (compreesor, turbine, and 
combustor), the maximum turbfne-Met temperature, and the prelssure ratio. The 
hfgher the turbine-Met temperature, the W e r  -1 be the pressure ratio - which re- 
sults in optimum engine efficiency. Engine perbrttumm is also affected by air tem- 
perature and air pressure at the compresBor inlet. Because dr density decreases with 
increasbg ambient trfr temperature, a correction in engine mechanted speed irs re- 
quired. For this reason the engine designs are rated br a specific inlet temperature, 
and performance is mapped for a range of Me@ tperahare .  

The overall efficiency of existing simple open-eycle gas turbine enghes as a func- 
tion of power level is shown in flgure 4-18. The plot is b e d  on information furnished 
by the manufacturers and includes stationary and industrial ~ a e  turbine englnes. 

4.1.6 Cost and Weight 

not be plotted as a function of power level. Enghe weight as a iunctfon of power level 
is shown in figure 4-19. 

Because insufficient cost data were providec! :,y the manufacturers, unit cost pmuld 

4.1.7 Operating Constraints 

The simple open-cycle gas turbines presently in use are limited in performance by 
fuf:l type, fuel quality, and the operating turbine-Met temperature. Corrosion effects 
due to fuel impurities, allowable working stress levels, and high temperatures restrict 
the number of materials that car be used. fn some cases, allowable temperatures are 
limited by the selection of a material because of its low initial cost. 

4.1.8 Experience Factors 

Simple open-cycle, heavy-duty gas turbine engines have bee. .sed for mechanical 
and electric power generation for over 50 years. Industrial engines evolved from air- 
craft technology have been commercially available for 10 ears and have been usc.d in 
the industrial and utility sectors. In the past few years these engines have also found 
application in marine and ground propulsion systems. Design life, I eliability, m&- 
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tenance schedules, w.d overnsurl schedules have been established for the different en- 
gine designs on the basis of testing md field experience. Heavy-duty engines are  com- 
meroidly offered with a 10-year de~ ign  life and 5 years between heavy maintenance o r  
majoi' overhaul. The dssigne incorporate such features a s  modular assembly and parts 
accessibility for ea88 of maintenance and to minimizc downtime. The simple open- 
cycle gas ti-rbine engine has established a record of very hl;*-'l reliability. 

4.2 REGENERATFD OPEN-CYCLE GAS TURBINE EXZINES 

4.2 .1  Descrifiion 

The regenerated open-cycle ~ I R B  turbine engine incorporates a heat J -:changer to 
recovar waste hcat from the turbine exhpust for preheating of the compreasor discharge 
flow. Adding regeneration o r  recuperation to the simple open-cycle engine is one way 
to improve engine efficiency. The ideal would be to pre? ,.at the compressor dischaqge 
flow to the turbine exhaust temperature. h practice, this is not possible because of 
heat- exchanger inefficiency. Experience with heavy-duty industrial machines has shown 
that fuel consumption can be reduced 20 to 25 percent by regeneration o r  recuperation. 

The gae turbine engines dweloped for ground transportation tautomobiles, crucks, 
buses, etc.) are compact, regenerated engines. They are one- and hm-6 aft engines 
designed with a ceramic or  metallic rotating neat exchanger called a regenerator. 
Regenorated engineR developed to date with rotating heat exchangerr are in the 60- to 
475- dowat t  range. This regenerator assembly includes hf gh- temperature metallic 
seals with proprietary coathgs, the ceramic o r  metallic heabexchanger core, and the 
drive assembly (ref. 11). The engine housing, a casting designed with internal ducting 
for the regenerator asselcbly, incorporates two separate flow paths ,,erpendicular to 
the regenerator core. Hot turbine exhaust flowing throi.gh oile section of the regener- 
ator core heats the core matrix. The cooler compressor diecharge air flows in the 
orposite direction through the other section of the heated rotating core. Preheatcd 
compressor discharge air is ducted to the combustor inlet. One o r  two regenerators 
are used depending on the size of the engine. The regenerator assembly, which is 
driven off the power shaft, is installed within the sngine houEing and is an integral part 
of the engine. Figure 4-20 is a flow schematic of a regenerated enghie . 

A stationary heat exchanger called a regenerator is used -. jth stationary heavy- 
duty gas turbine engines and lighter weight industrml engines. This heat exchanger is 
mcuted  outside the sngine housing a t  tho turbine exhaust duct. In this arrangement, 
compressor r'ischarge flo. is circulated through Le high-pressure side of h e  heal ex- 
changer, and turbhe edad .L flo,; is circulated through the row-preswre side. Heat 
transfer is from the IC ~ ' - p ~ o c  .are side to the high-pressure side. The high-pressure 
side is manifolded acrom tht compressor diwharge and the cornbudor inl-t. The 
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low-pressure side receives €low from the t-im bcharge duct. The oooled ezdmu& 
is e n  &charged to the atmosphere or to a hd-reawery boiler. 

cost of the incremental heat exchsrnger and fuel sa-. Thg potatid bedi ts  must be 
evriluated for the specific application and fuel d. Figure 4 2 1  shows a regenerated 
aghe arrangement and flow path, and figure 4 2 2  shows a typical regenerator. 

The degree of regeneratic.? for an application depeprds on a trade-off betareen the 

4.2.2 I?evelopment smus 

10- to 59 ;ruO-kilowatt output power range, including heavJr-duty &&iomuy engines in 
A wc-i-developd technology lame exi& for regenera%& open-cycle engines in tbe 

&e 3700- to 50 OOO-ldlowatt range and fmhstrial engines in tbe 10- to 7500-kilowatt 
range. 
deve?Dpment, realistic experience, and operating &story. 

Development of regmmtted enginesr has been directed to the 1120- to 50 000- 
kilowatt output power range and above and b focused on mechanical drive and electric 
power generation. Typical appUcations are in the Mustrial, utflity, d marine 

This technology b e  inckddes design and mrication technigues b d  on actu&’ 

ansporation sectors. 
Although a limited number of small regenerated engines have been developed in the 

low-power range (10 to 475 W), a comprehensive, highly efficient line of engines is 
not presently available. However, technology is a-e for more efficient engines 
and development could provide the engines needed for such slepllcations as the dish 
Brayton systems being considered. 

4-24, which are plots of actual engine design p e r  level as a function of turbine-inlet 
temperature and pressure ratio. 

The development status of regenerated engines is illustrated in figures 4-23 and 

4.2.3 Availability 

A regenerated industrial engine ratd for 310 to 475 kilowatts is  classified as a 
production engine and is available in limited quantities. Regenerated open-cycle auto- 
motive gas turbine engines are not production items and are classified as developmental 
engines. 

Regenerated beavy-duty stationary engines are commercially available in the 3700- 
to 50 000-kilowatt range and above. Regenerated lighter weight industrial engines are 
in production. These engines have gone through the development and prototype stages 
and are commercially available. Tooling and manufacturing techniques have been es- 
tablished, and the design has been optimized for fast and economical production. Pro- 
duction quantities of regenerated gas turbine engines depend on engine size, size of 
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4.2.4 OperatiagCbaractemC8 

hcorporating an external o r  internal regemerator in a we- or two-shaft engine 
will increase both the pressure drop between the compressor discharge and the 00- 
bustor inlet and tbe engine thermal efficiency. The net effect on engine operathg 
characteristics will be a function of the spedfic engine design configmation, the e n m e  
output power, the pressure ratio, the turh€nsinlet temperature, and the temperature 
of the compressor and turbine exhaust. 

Using a regenerated enghe requires an evaluation of the system performance and 
ahe operating reguirements. Engine design rwl heat-ex&mger performance must be 
matched for a particular operaaing: cycle. As previously noted, pressure ratio and tur- 
bine erthaust t.mperature greatly influence the effectiveness of regeneration. The in- 
creased pressure drop and the net output power, pressure ratto, and effectiveness of 
the heat exchanger must be considered in this evaluatian. 

regeneratcd open-cyclc taghe. 

of power level is shown in figure 4-26. The plot is based on information furnished by 
the manufacturers for stationary ard lighter weight industrfal gas turbine engines. 

The operating characteristics of the simple open-cycle engine are applicable to the 

The mechanical efficiency of existing regenerated gas turbine engines as a function 

4.2.5 Cost and Weight 

could not be plotted as a function of pcwer level. Engine weight as a function of power 
level is shown in figure 4-27. 

Because insufficient cost data were received from the manufacturers, unit cost 

4.2.6 Operating Constraints 

performance by rue1 type, fuel quality, and operating turbine-inlet temperature. Cor- 
rosion effects due to fuel impurities, allowable working stress levels, and high tem- 
pemtures restri& the number of materials Ghat can be used. In some cases, temper- 
atures are limited by the selection of a diaterirrl because of its low initial cost. 

The regenerated open-cycle gas turbine engines presently in use are limiEed in 

4.2.7 Experience Factors 

Regenerated open-cycle gas-turbine-engine development programs for the ground 
transportatio.i sector- resulted in a production industrial engine with an output power 
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4.5 CIDSED-CYCLE GAS TURBINE ENGINE 

4.3.1 Description 

The closed-cycle gas turbine engine is a closed-loop system that operates with a 
shgle-phase working fluid. This engine comprises a turbine-compressor rotating ele- 
ment and housing, a regenerator, a waste-heat heat exchanger, duc%ing, and a heat- 
~oufce heat exchanger that provides external heat input. Figure 4 3  schematically 
ihstmtes a basic closed-cyde gas turbine engine. Engines of this type have been 
developed in the output power range of 0.5 to 17 500 kilowatts. 

used in the open-cycle engine. The 8me component technology prevails. The com- 
pressor can be a centrifugal- or axial-flow type or a combination of both designs. The 
turbine can be 8 radfal- or axial-€low type, as described for the open-cycle engine. 
The type and size of rota- machfnery are determined by the output power range of the 
engine. Gas- or ofl-lubricated bearings are used. Unlike the open-cycle engine, which 
uses an integral heat combustor for external heat faput to the raystem, the closed-cycle 
engine employ8 a heat-source heat exchanger. The working fluid flows through one side 
of this heat exchanger and is heated by an external heabsource heat exchanger operated, 
for example, in a solar thermal power system. The solar heat is added on the same 
side of the exchanger. Heat transfer to the worldng fluid occurs through a metallic 
Wall. 

In the cloeed-loop system, the working fluid is clean. Thus the turbine is not sub- 
ject to corroeion or scale formation, and the compressor is not subject to erosion from 

The turbocompressor machinery used in the closed-cycle engine is the same type 
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airborne particulate matter. Selection of the turbineinlet temperature is dictated pri- 

marily by the heat- source characteristics and the material temperature limitations. 
Waste heat from this closed-loop system is rejected to the atmosphere by means of a 
gas-liquid o r  gas-gas heat exchanger, depending on the application. 

The working fluid, cooled by the wasteheat heat exchanger, is compressed by the 
compressor and flows to the regenerator to be preheated by recoverable heat from the 
turbine exhaust. Preheated gas then flows to the heahsource exchanger for external 
energy input and on to the turbine for expansion and energy conversion to shaft power. 
Hot turbine exhaust then flows to the regenerator for heat recovery and on to the waste- 
heat h\>at exchanger for rejection of unusable heat to the environment. 

Characteristics of the closed-cycle engine are  as follows: 
(1) A variety of siagle-phase working fluids can be used, including monatomic, 

inert gases (argon, krypton, helium, xenon-helium) as well as a i r  and nitrogen. The 
turbomachinery is designed for the properties of the selected working fluid. 

petroleum-derivative fuels, coal, or a nuclear reactor. 
(2) A variety of heat sources can be used, including solar energy, stored heat, 

(3) Cycle efficiency i s  independent of atmospheric pressure changes. 
(4) Part-load operation is achieved by changinq the pressure level (changing the 

mass flow rate). Part-load efficiency is nearly constant down to 20-percent load, while 
turbine-inlet temperature is maintained constant. 

In designing the closed-cycle engine, selecting the recuperator effectiveness 
(ref. 9) is second in importance only to selecting the turbine-inlet temperature, which 
is selected on the basis of the pressure-temperature capability of the heat-source heat 
exchanger. The regenerator can be the largest single component in  the system; there- 
for, designing this component is  a trade-off between required efficiency, weight, vol- 
ume, and cost. Current low-cost materials can withstand a 1500' F turbine-inlet tem- 
perature. 

Selection of cycle temperature and pressure is constrained bv the allowable stress 
levels at the high-temperature components. High loop pressure is beneficial to the 
cycle since it minimizes flow area at the turbomachinery, the ducts, and the heat ex- 
changers and improves heat transfer. Although crcle efficiency may be improved with 
higher operating pressures and temperatures, the increased stress levels and asso- 
ciated cost can constrain the system design. 

erator, a waste-heat heat exchanger, and a heat-source heat exchanger). Direct- 
transfer heat exchangers are used i n  this type of system. Thc. most common is t h c  
shc>ll-and-tubc design. Plate-fin heat cxchangcrs of counterflow tlcsijin arc. bccoiiiing 
more prevalent i n  compact configurations. Pumping powr  for lo\v-dc~nsitv ivoi-kiiig 
fluids is frcquently as much a controlling factor i n  thc dcsipi as Iwnt-traiisfcr rvyuirc- 

The closed-cycle gas turbine engine incoryoratcs thrcc hcat c>sch,uig:.crs (a rc'gcn- 



ments. Therefore, heat-transfer surfaces that would meet both heat-transfer 
pumping-power requirements should be investizated. Both dimpled-tube and extended- 
surface (fin) designs have been investigated extensively to improve performance. 

4.3.2 Development Status 

(0.5 to 10 kw) and an automotive application (112 kw). Numerous studies and design 
efforts have been conducted for other applications - including industrial power, marine 
propulsion systems, and use with nuclear reactors. This engine has not been developed 
and used in this country because of the abundance of clean fuels such 85 natural gas, 
which favor the open-cycle engine. In Europe, where clean fuels (light distillates and 
natural gas) are scarce and expensive, the closed-cycle gas turbine engine was devel- 
oped to opera t iod  status in the mid-1950% with output powers from 2000 to 17 500 kilo- 
watts, turbine-inlet temperatures from 1220' to 1320' F, output shaft speeds from 
6500 to 13 000 rpm, and pressure ratios from 3.7 to 4.3. These engines were devel- 
oped for use with such fuels as bituminous cod,  brown coal, blast-furnace gas, mine 
gas, and oil and can pmvide cycle efficiencies to 32 percent. 

A sound technology base exists in this country and in Europe for design and fabri- 
cation of closed-cycle gas turbine engines with operational turbine-inlet temperatures 
to 1500' F. This includes turbomachinery, heat exchangers, bearing shaft seals, and 
materials technology. Higher operational temperatures may require such high tem- 
perature materials as  ceramics for the turbine and heat-source heat exchanger or com- 
bustor. The component technology developed for the regenerated open-cycle engine is 
generic to the closed-cycle engine. 

The closed Brayton cycle has been developed in this country only for space power 

4.3.3 Availability 

trial applications. However, it is being sold commercially for industrial and utility 
applications in Europe and Japan at output power levels from 2000 to 17 500 kilowatts. 

The closed-cycle engine is still in the development stage in this country for  indus- 

4.3.4 Operational Characteristics 

high efficiency over a wide range of output loads. Closed-cycle parbload operation is 
achieved by maintaining the turbine-inlet temperature at design point and changing the 
pressure level (varying the mass flow rate of the working fluid). Heat input to the en- 
gine can be varied to maintain the desired turbine-inlet temperature. The engine can 
be operated to give constant or variable shaft speed, depending on the application. 

The closed-cycle gas turbine engine is quiet and vibration free and operates at a 
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4 . 4 . 5  cost 

Cost estimates for a commercialized engine are not available 

4.4.6 Constraints 

The operational temperature of the heabsource heat exchanger is considered the 
operational-design constraint on this system. It is imposed by the allowable operational 
stress levels of the heat-transfer materials. 

4 .4 .7  Experience Factors 

Experience factors - such as design life, reliability, and maintenance - have not 
been established for  commercial closed-cycle engines in this country. However, 
closed-cycle engines in Europe have been operated for over 85 000 hours without major 
maintenance. 'Jbeir reliability is considered very high, with low maintenance. A 10- 
kilowatt closed- cycle engine designed for space- power application demonstrated high 
reliability during a 38 000-hour unattended operational test conducted by the NASA 
Lewis Research Center. 
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Figure 4-1. - Schematic of simple open-cycle Brayton 
gas turbine engine. 
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Figure 4-2. - Schematic of regenerated open- 
cycle Brayton gas turbine engine. 
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Figure 4-3. - Schematic of rqgencratcd closed-cycle 
Brayton ~ J S  turbine engine. 
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Figure 4-7. - Industrial gas turbine engine wth separately mounted speed reducer. 
(Courtesy of Solar Turbine International. ) 
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Figure 4--8.  - 1:low schematic of H FarliUl-flow turbine. 
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Figure 4-15. - Power level of simple open-cycle gas turbine emgines using clean 
distillate fuels, as function of turbine-inlet temperature. 
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Figure 4-16. - Power level of simplt open-cycle gas turbine engines as function of 
preesure ratio. 
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Figure 4-17. - Estlmated availability of slmple, open-cycle &u turtdne saglnsr, 86 
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Figure 4-18. - O\wall efficiency of slmple open-cycle p16 turbine snglner uring 
clean distillate fuels, as function of power level, 
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Ftgure 4- 19. - Engine weigbt of slmple opn-cycle gns turbine endnen as function of p w r  level. 













Ftgure 4-p9. - PlDtRer level of regenerated open-cycle &le turbine e n e n  wing 
clean Blstlllate fuels, as hmctloll of turbineinlet temperature. 

Ffpre 1-24. - Power level of wganerated @a turbine endnes  as function of prcs- 
BUW ratio. 
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Figure 4-25. - E s t i m i M  a~ailabllfty of regenerated open-cycle gaa turbine en- 
gines a8 function 51 power level. 

Firnure 4-26. - Overnll e!fIciency of rcgecerated open-cycle gas turbine engines 
using &.an distillate fuels, as function of power le\ el. 
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5.3 STIRLING ENGINE CHARACTERIsTlCS 

by H a r r y  M. Cameron 

Devaloper 

W p s  eo., Holland 
Ford Motor CO., U. S 
Unhdatrl ins ,  Sweden 
FFVIndustriaI Produote, 8areden 
Mechanical Tech~~ology, Inc., U.S. ' 

M.A. N., Germany 
GeJleral Electric co. * u. s. 
N.A. phiups, u.a 
Stirling Power System, U. S 

The Stirling engine is a closed-cyde, reciprocating, piston heat engine with COIL- 

tinuous combustion - like a closed-cycle steam engine. Unlike the stem engine, which 
uses water, the modern Stirling engine we8 a noaoondenrsible, ligh&znolwular-weight 
gas such 863 hydrogen or helium as the working fluid. 

The Stirling engine, invented in the early 19th century, has been patentea by the 
Philip Co. of Holland beghwhg Ln the late 1930%. Through patents and technology 
licensees, Philips still exercises a dominant worldwide role in the rapidly aavanCing 
state of the art of the Stirling engine. Todqy, the major developers and applications of 
Stirling engines are 

AppUcatlw 

Automotive, etectrtcal 
AuQomotloe 
Aubmoti~, geaerat 
General 
Automotive, electrical 
Trucks. traotors 
Electrlc heat pumps 
Electrical 
Electrical 

In addition, universities and smaller private establishments worldwide are conducting 
considerable research on the Stirling engins. 

The accelerating interest in the Stirling englne stems principally from the following 
combination of factors: 

(1) Excellent fuel economy. A 40-percent efficiency was demonstrated in the lab- 
oratory as early as 1960 (ref. 13). 

(2) Low exhaust emissions. Continuous, low-pressure combustion produces low 
exhaust emissions that meet the most stringent EPA standards. 

(3) Multifuel capability. Any fuel or heat source, including solar and nuclear, can 
be used. 

(4) Flat torque curve. Torque is high at low speed. 

127 



(5) Low noise level. Continuous low-pressure exbust and the absence of valves 

The current state of the art as it relates to Stirling automotive powerplants can be 

(1) The basic technology for an efficient Stirling engine powerplant is well estab- 

produce little noise. 

summarized aa follows: 

lished. The Stirling engine is a complicated machine in which the best overall effi- 
ciency ie  achieved only when the engine components are properly matched. Design 
codes are well established for optimization. 

(2) Laboratory engines have been built and operated for thousands of hours. 
(3) Adaptation of the Stirling engine for commercial powerplants is in its infancy. 

Means for reducing material and massproduction fabrication costs have not been ad- 
dressed in sufficient detail. 

(4) The maintenance of high engine performance over an acceptable period of 
ownership cannot yet be assured. 

5.1 THE STIRLING CYCLE 

Pressure-volume and temperature-entropy diagrams of the ideal Stirling cycle are  
shown in figures 5-1 and 5-2. The cycle consists of isothermal compression (A-B), 
constanbvolume heat addition (B-C), isothermal expansion (C-D), and constant-volume 
heat rejection (D-A). Heat is added to tbe working fluid during the constant-volume 
process (BC) and the isothermal expansion (C-D); heat is rejected during the ccnstant- 
volume process (D-A) and the isothermal compression (A-B). 

90-percent range to achieve the high engine efficiency for which it is noted. During the 
constanbvolume cooling process (D-A), heat is removed from the working fluid and 
stored in the regenerator. During the constanbvolume heating process (B- C) , this heat 
is returned to the working fluid. The amount of heat involved in these two processes is 
equal in the ideal cycle. Heat is added to the system, from an external source, only 
during the ilsothermal expansion (C- D) . Heat is rejected from the system only during 
the isothermal compression (A-B) . 

processes are  not very useful to calculate real-engine characteristics. Unlike the 
sharp-cornered ideal diagram, the real indicator diagram of a Stirling engine is oval 
because there cannot be a sharp delineation between the individual processes in a real 
engine. In 1861, Schmidt developed a theory that adapted single harmonic motion for 
the reciprocating elements but kept the assumption of isothermal compression and ex- 
pansion as well as perfect regeneration (in real engines, expansion and compression are 
more nearly adiabatic). The Schmidt analysis (ref. 14) is still used as a first-order 

The Stirling engine must employ a regenerator with an effectiveness in the upper- 

The ideal and textbook thermodynamic equations used to describe the individual 
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analysis in designing and sizing engine components. The set of baeic equations is 88 

follows: 

Instantaneous volume of expansion: 

1 =- VE(l + cos q) ve 2 

where VE is the swept volume of the expansion space and q is the crank angle. 

Instantaneous volume of compression space: 

where K is the swept volume -ratio V d V E  and Q! is the angle by which volume vari- 
ations in the expansion space lead those in the compression space. 

Instantaneous volume of total working space: 

vw= ve +vc +VD 

where VE is the total internal volume of the heat exchangers and the volume of the 
regenerated and associated ducts and parts. 

Instantaneous cycle pressure: 

where pmax is the maximum cycle pressure 

and 

e =  
K -I- K COS O! 

and T is the ratio of the temperature of the working fluid in the compression space TC 
to the temperature of the working fluid in the expansion space TE, and S is the 
reduced volume. 
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Pressure ratio: 

where pa is the minimum cycle pressure. 

Mean cycle pressure: 

Net power per cycle: 

where 

Power per unit mass of working fluid: 

where R is the characteristic gas constant of the working fluid. 

Thermal efficiency: 

r l =  TE TC = 1 - T  

TE 

Heat transferred in expansion space per cycle: 

6 sin e 

1 + ( l -  6 )  
V 

Q ~ ~ w P m e m  E 2 1/2 

Heat transferred in compression space per cycle: 
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5.2 STIRLING ENGINE CONFIGURATIONS 

The engine that actualizes the thermodynamic cycle includes the following bmic 
components: a heater for transferring heat into the working fluid; a cooler for rejecting 
heat after expansion; one o r  more pomer pistons, displacer pistons, and regenerators; 
and the mechanical drive subsystem. These a re  shown schematically in figure 53. 
Many engine types have been built and tested in both single- and multiple-cylinder 
configurations. In the single-cylinder displacer engine, shown in figures 5-3 and 5-4, 
both the displacer piston and the power piston reciprocate in a &@e cylinder. In 
figure 5-4 both the dfsplacer piston and the power piston are shown in different o p  
erating positions, each one corresponding to the end point of the respective ideal ther- 
mod-wamic process represented in figure 5-1. Although this type of configuration is 
also suitable for multhylinder arran~ments, it has not recently been used. 

quire separate displacer pistons since the power pistons are double acting, each one 
performing displacer functions for the next cylinder. Each cylinder has its own sep 
arate heater tube, regenerator, and cooler. A cross section of a single-cylinder en- 
gine with rhombic drive is shown in figure 5-6. Many such engines have been built by 
the Philips Co. A rhombic drive consists of two counterrotating shafts, eccentrically 
mounted connecting rods, and an upper and lower yoke to which the power piston and 
the displacer piston, respectively, are fastened. The yokes achieve nearly perfect 
rectilinear motion. The entire drive can be balanced quite precisely. Cross sections 
of a "V" engine and a straight four-cylinder engine as produced by United S t i r h g  Co. 
of Sweden are shown in figures 5-7 and 5-8. Both engines have crankshaft drives. 
Crossheads assure the absence df side loads on the pistons since the +hemodynamic 
working areas of the cylinder must operate without oil lubrication. The pistons are 
generally fitted with Teflon piston seals. A cross lsectlon of 3 four-cylinder Philips 
engine configuration that is being developed by the Ford Motor Co. for automotive pro- 
paclsion is shown in figure 5-9. This engine uses the double-acting-piston principle. 
A swashplate drive is used for mechanical output. 

A common rnulticylinder oonflguraticm is shown in figure 5-5. It does not cre- 

5.3 FREE- PISTON STIRLING ENGXNES 

The technology for free-piston Stirling engines - invented by William Beale of 
Sunpower Inc., Athens, Ohio - is in its early infancy. Such engines promise to give 
higher efficiency because of lower mechanical losses. Howevei , limited experience 
with, and development of, these engines preclude a good insight into their true potential 

At  the General Electric Co., a 3-kilowatt free-piston Stirling engine drives a free- 
piston Freon compressor that is part of a heat pun% Several l-kilowatt engines that 
drive linear alternators have been designed, built, and operated by MTI. Although the 
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concept of a freepiston engine driving a linear alternator appears attractive for a solar 
power system, the beneflte over a rotary output enme driving a conventional alternator 
have not been established. Figure 5-10 is a cross section of a freedstom Stirling en- 
gine in which the electrical output ie  provided by a b e a r  alternator. 

6.4 STIRLING ENGINE CHARACTERISTICS 

5.4.1 Slae and Weight 

Because Stirling engines are high-pressure engines, production models should be 
slmilar to diesel engines in size and weight. The W r h g  engings currently being de- 
veloped and tested are angineeriag prototypes and thus tend to be heavier than optlmieed 
production designs. Their weights vary between 5 and 10 pun& per horsepower. 
Weight reductions in each subsystem are expected $8 englue development continues. 

6.4.2 Torque and Power 

ment is shown in figure 5-11. The torque curves are of special interest because they 
clearly illustrate the high torque of the Stirling: engine at low engine speeds. This is 
typical of any closed-cycle rmgine in which the torque is modulated by changing the 
pressure of the working fluid. Increasing the mean charge pressure of the working 
fluid will result in higher power density, as will decreasing the dead volume ratio, 
which is the ratio of total internal volume to displacemonk For high power density, 
peak operating pressure levels of 3000 psi or higher are being considered. 

The torque-speed characteristic for a 40-horsepower Sttrling engine under develop- 

5.4.3 Efficiency 

high ef€iciency at low speeds. If the engine design speed is at the low end, a lower 
power density w i l l  result. Conversely, higher power density can be obtained by sacri- 
ficing efflciency and designing at higher speeds. Other deslgn factors that provide high 
etficiencies are higher heater temperatures, low cooler temperatures, a low- 
molecular-weight working fluid (e. g., kdrogen or helfum, fig. 5-12), and good thermal 
isolation of the hot and cold regions of the engine. Typical efficiency plots are shown 
in figure 5-13 and table 61. 

Both design and operating factors influence engine efficiency. Stirling engines have 

5.5 STIRLING ENGINE- COMPONENT STATE OF THE ART 

For commercialization of the Mrlfng engine, greater reliability, longer life, and 
lower costs must be achieved. Substantial development from the present prototypes 
will be required to arrive at a production engine. This description of enme compa- 
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nents provides an overview of the requirements and problems for each major compo- 
nent. The shaft sed probably causes the most problems and wi l l  require the most ser- 
ious attention. 

5.6.1 Heater Head 

The heater-head assembly acts as the heat exchanger for the transfer of heat from 
the external heat source to the enclosed sorldng gas of the SMrling engine. This as- 
sembly is one of the most difficult to design and fabricate. Most henter designs con- 
sist of a series of small-diameter tubes witb external finafng through which the high- 
presmr.' working gas passes. If the selected working fluid is hydrogen, the tubes must 
be resistant to hydrogen embrittlement and diffursion. Philips is testing barrier 
coatings to reduce the hydrogen loss, but the results have not been published. The ex- 
ternal tube surfaces are exposed to the products of combustion and, therefore, are sub- 
ject to high-temperature oxidation and corrosion. Oxidation products do, however, 
appear to inhibit hydrogen diffusion. The heater tube8 should be designed for minimum 
pressure drop. In a sola : Stirling engine, the heater tubes may be integrated with the 
heat receiver or an intermediate heat-transport loop such as a heat pipe that uses a 
heabttansport fluid such as sodium or  potasslam. One end of each tube communicates 
with the expansion (hot) space, and the other end communicates with the regenerator. 
The heater-head assembly must be durable, reaeaable to manufacture, and not too 
costly. 

In the early 1960's (ref. 15) a 3-Mlowatbelectric Stirling engint was designed, 
fabricated, and tasted for epace awlication. The engine incorporated a NaK (sodium- 
potassium eutectiL mixture) loop to transport heat from the receiver to the heater head, 
which operated at approximately 677' C. This engine had been designed for Earth- 
orbital operation. The engine was solar powered and included a lithium-hydride heat- 
storage subsystem. A cross section of the engine heater head is shown h figure 5-14. 

Present Stirling engine heater heads are metal, and thus their operating tempera- 
tures are limited by metallic technology to heater-tube temperatures of 720' to 750' C. 
The FordPhilips 4-215 engine operatee with a"750' C heaterctube temperature, and 
the United Stirling P-75 maintain8 a 720' C heater-tube temperature. Increases in 
heater-tube temperature to 770' to 820' C (expansion gas temperatures of 700' to 
750' C) are considered to be possible with improved metallic material8. Gas temper- 
atures of 1000° to llOOo C envisioned for advanced Stirling engines will require the use 
of ceramics, such as silicon carbide and silicon nitride. Development of ceramic 
heater heads is just beginning. 
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6.5.2 Combustors 

Combustors for Stirling englnerl have, in general, been of the standard fixed- 
geometry type consisting of burner can, fuel atomizer, and igniter. Double-acting en- 
gines have normally been arranged so that a si@e combustor supplks energy to four 
cylinders. Essential operating requirements are tn maintain constant heater-head tem- 
perature irrespective of load (variable flow rate, 20/1); to generate uniform heat flux; 
to minimize hydrocarbon, carbon monoxide, and oxides of nitrogen emissions; and to 
achieve high combuetlon afficiency. &me problems have been experienced in develop 
ing the uniform heat flux. 

5.5.3 Air .Preheater 

The air preheater in the Stirling engine is a heat exchanger that removes heat from 
the exhaust gas and transfers it to the air stream going to the combustor. Effective 
heat t rander  results in high en@c !?€flciency. Two types of heat exchanger have been 
used the rotary air preheater, ane the recuperator. A preheater is not required €or 
a solar Stirling engine. 

5.5.4 Regenerator 

between the heater and cooler. Its functions are to remove heat from the working fluid 
as it moves from the expansion space to the compression space, to F;ore the heat 5n 
the regenerator matrix, and to return the heat to the working fluid as it moves from the 
compression space back to the expansion space. Most regenerators have used closdy 
packed fine-mesh screens o r  monolithic structures for cnergy storage. Regenerators 
need a large heat capacity for energy storage, high thermal conductivity, and small 
flow passages to ensure an adequate surfacsfilm coefficient for heat transfer. The 
regenerator matrix should have a small void volume since this volume contributes to 
the engine dead volume. However, smaller Cow passages produce larger flow pressure 
drops, which reduce engine efficiency. Since the regenerator is locateti between the 
heater and cooler, the regenerator matrix and container should function as a thermal 
barrier in the flow direction. 

actual Stirling engines. DUficulty in making meaningful measurements (because of thc 
rapidly oscillating flow) has prevented any systematic evaluation of regenerator per- 
formance. One of the primary development goals is lower cost. 

The regenerator in a Stirline engine is an energy-storage heat cxchanger located 

Limited, detailed information has been obtained on regenerator performance €n 
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5.5.5 Pistons and Cylinders 

Since lubricants foul the heat-exchanger surfaces, the pistom operate in a non- 
lubricated environment and are fitted with Teflon rings. Thin-- construction, laag 
piston skirts, and radiation shielding assure that the temperature in the piston-ring 
area does not exceed the thermal operating capability of tbe r&p. 

In a four-cylindzr engine, the pistons are doubls a*, that is, the hot &pee is at 
the top of each cylinder and the cold space at the bottom. In eingle-acttng engines, two 
pistons - a displacer pistan and a power piston - are used. They may both be recfpro- 
cating in one cylinder, in which case a rhombic drive is used to achieve the appropriate 
phase relationships between the two pistons. The &placer pistm leads the power 
piston by a 90° to 120° phase angle. In four-cylinder doublc+actfng engines, phaeing 
between adjacent pistons is usun~y wo. 

5.5.6 Cooler and Cooling System 

The cooler in a Stirling engine is a heat exchanger that removes heat from the work- 
ing fluid. It consists of a number of small, high-pressure tubes surrounded by a 
cooling-water jacket. The heat is transferred to the water flowing in the cooler and is 
rejected to the atmosphere by the radiator. Small-diametertubesareneededtokeeptbe 
Reynolds number hi& enough for effective heat transfer from the working fluid. In 
double-acting tngines, one cooler is required in each flow path connecting a compres- 
sion space with an expansion space. 

5.5.7 Power Control System 

The function et the power control system in a Stirling engine is to adjust the engine 
power to fit the pwzr needed at the load. The primary types of power control systems 
for Stirling engines a re  mean-pressure-level control, dead-volume control, stroke con- 
trol, intermittenbshort-circuit control and phase control. 

In the mean-pressure-level control method, the power output of the Stirling angine 
is controlled by varying the mean cycle pressure of the working gas. The system con- 
sists of a servoactuated control valve, a gas distributor, a storage bottle, and a cam- 
pressor. When the engine load is increased and more horsepower is required, the COIE. 
trol valve allows additional worldng gas to flow from the high-pressure storage bottle 
into the engine working volume. The distribution mechanism sequences the flow such 
that the additional working gas enters at the correct time when the cycle pressure is 
near its maximum. For rediced engine power, the control valve is positioned so that 
the compressor w i l l  pump some of the working gas back into the storage bottle. The 
position of the control valve depends on a feedback system that senses the mean cycle 
pressure. A rapid decrease in power is obtained by shoit-circuiting the hJdrogen fW 
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between cylinders. This, however, results in a fuel consumption penalty. The com- 
pressor that pumps working gas back to the storage bottle works more when there is 
leakage in the power c a n t 4  system. This increased compressor work adversely in- 
fluences fuel economy. In tests, a f-running engine equipped with all auxiliaries 
has demonstrated a reeponse time of 1 to 1.5 seconds from idle to full power using 
mean- pressurslevel control. 

In the dead-volume control method, engbe power is controlled by increasing or 
decreasing the volumes that are available to the working gas and thus modulating the 
pressure amplitudes in the engine. The quantity of gas in the engine is generally held 
constant. Volume is increased or decreased in discrete increments through the use of 
valves. The use of discrete volume increments produces step changes in engine power 
output. The number of volume elements and valve8 required makes the dead-volume 
control approach complex and costly and, therefore, less attractive. 

stroke and thus modulating the pressure amplitude in the engine. One way d imple- 
men- this approach is by a variabbangle swashplate (VASP) drive. T0e VASP drive 
could be coupled directly to the accelerator pedal. Analyses of the VASP drive have 
been made, but no data from actual hardware tests have been reported. Philips plans 
to build and evduate a small Stirling engine with a VASP drive. 

In the intermittenbshorbcircuit control method, engine power is varied by inter- 
mittently short-circuiting tho different cycles in a double-acting Stirling engine. This 
methcd is simple and gives good load-variation response. This power cmtrol technique 
is being pursued by M. A. N . 

In the stroke control method, engine power is controlled by varying the piston 

5.6 SEALS ANDHYDROGEN CONTAINMENT 

The Stirling engine requires a complex system of seals and surface barriers to 
contain the high-pressure working gas (hydrogen) and to prevent the lubricating oil from 
leaking into the pseous  working spaces. The critical seal in the Stirling engine is the 
piston-rod seal, which is located between the piston and the crosshead member in dis- 
placer engines. One seal is required for each piston rod. With an unpressurized 
crankcase, the seal must maintain positive isolation between the high-pressure working 
fluid and the ambient crankcase pressure. Two different typos of seal are under de- 
velopment: .he roll-sock seal, and the sliding-piston-rod seal. 

pressure system to minimize the pressure differential across the diaphragm. The 
roll-sock scd, which is rigidly attached to both the piston rod and the adjacent wall 
provitios n hermetic seal. The sealing system includes the hydraulic fluid and i ts  reg- 
ulating valve, which controls the pressure differential across the roll- sock diaphragm 

The roll-sock seal system is an oil-supported diaphragm that has its own regulnted 
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to a few atmospheres. The hydraulic system thus prc des support for the mll-sock 
seal. The oil is provided by a metal pumping rbg  that also function6 as a seal. The 
roll-sock seal does not stretch during its roll maneuver since the steps in the rod and 
housing are  designed to maintain 811 equal oil volume throughout the piston stroke. 

&me problems are asrsociated with the roll-mck seal. It ie easily damaged, 
especially during inetallation. Because it is made of elastomeric material, i t  degrades 
with temperature cycling. Therefore, it is incompatible with most hydraulic control 
systems to maintain the small differential pressure across the diaphragm. Failure of 
this support system represents a catastrophic engine failure since the engine has to be 
completely disassembled to clean the oil from the working gas space. The advantages 
of the roll-sock seal include its compact design, moderate cost, ability to function 
satisfactorily at high engine speeds, and reasonable mean lifetime. 

an oil-gas separator. One element converts the oscillating working pressure in the 
engine cycle to a constant pressure near the minimum cycle pressure. The minimum 
cycle pressure is maintained by a check valve that returns leaking hydrogen gas from 
the separator to the cycle. Lubricating oil that is deposited on the piston rod during its 
reciprocating motion is removed by the scraper ring, sent to the oil-gas separator, 
and then returned to the engine oil system. The main seal element maintains the dif- 
ference between the minimum cycle pressure and the ambient crankcase pressure. 
The sliding- piston- rod seal concept just described was developed by United Stirling. 
Although much development work remains to be done, the sliding-piston-rod seal looks 
attractive because it has a more acceptable failure mode. It does, however, produce 
higher friction losses. 

The hydrogen containment problem is not limited to the elastomeric seals. Some 
hydrogen is lost through the metal walls of the enghe sinco hydrogen can diffuse 
through a metallic lattice, especially at elevated temperature. Proprietary surface 
coatings developed by Philips are reported to reduce the working-fluid loss through the 
metal parts of an engine by factors of 25 to 50. 

The sliding- piston- rod seil is a multielement seal that includes a scraper ring and 

5.7 EXPERIMENTAL ENGINES 

5.7.1 The Philips 1-98 Engine 

Philips haa built about thirty 1- 98 engines. The engine has one cylinder and a pis- 
ton swept volume of 98 cubic centimeters. It operates with 8 heater temperature from 
250' to 850' C and produces as much as 20 kilowatts of power. It is capable of delivep 
ing about 15 kilowatts a t  3000 rpm and 220-atmosphere gas pressure. l h i s  type of 
engine has been successfully used by Philips and others in engine and component de- 
velopment. 
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5.7.2 The PhilipFord 4-215 Engine 

The 4 2 1 5  is a nominal 200-horsepower engine developed by Philips in 1972 
(ref. 16). Philips has since collaborated wfth Ford to incorporate this engine in a Ford 
Torino automobile. About dx 4-215 eaghes have been built, and several have been 
installed and tested in automobiles. 

5.7.3 T h e 4 9 8  Engine 

Calculated engine weight8 are shown in table 5-2, and design information is given in 
table 5-3. 

The 4-98 is 8 nominal 80- to 100-homepower engine design that has not been built. 

5.7.4 United Stirling of Sweden Engines 

United Stirling hats been the most prolific designer and builder of various types of 

(1) P-75 - a four-cylinder engine 
StirXing engines. Their characteristics are listed here. 

(a) Total swept volume - 4 x 189 cubic centimeters 
(b) Performance - 67 kilowatts at 2400 rpm 
(c) Maximum efficiency- 35 percent 
(a) Applicatiom - prototype engine for component development 

(a) Total swept volume - 4 x 90 cubic centimetws 
(b) Performance - 40 kilowatts at 4000 rpm 
(c) Maximum efficiency - 28 percent 
(a) Applications - demonstration of Stirling engine characteristics in cars, 

(3) P40 - a &cylinder engine with dual-crankshaft drive (convertible to swashplate 

(2) V4X - a bur-cylinder V engine 

vans, and tractors and component development 

drive) 
(a) Total swept volume - 4 x 95 cubic centimeters 
(b) Performance - 40 to 55 kilowatts at 3000 to 4800 rpm 
(c) Maximum efficiency - 35 percent 
(d) Applications - demonstration of Stirling engine characteristics in cars,  

vans, and tractors and development of more efficient engine by using cersm- 
i cs  in some heated components 

(4) P-75 - a four-cylinder engine with dual-crankshaft drive (convertible to swash- 
plate drive) 

(a) Total swept volume - 4 x 275 cubic centimeters 
(b) Performance - 75 kilowatts at 2200 rpm (production engine) 
(c) Maximum efficiency - 37 percent 
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(d) Applications - &momstration in trucks, buses, and C0inrstructio.n equipment 
(5) P-150 - an eigbtcylinder engine with dual-crankshaft drive (two P75 engines) 

(a) Total &wept volume - 8 x 275 cubic centimeters 
(b) Performance - 150 kilowatts at 2200 rpm (production m e )  
(c) Maximum efficiency - 37 percent 
(d) Applications - demonstration in trucks, buses, and construction equipment 

Other engines a re  listed in table 5-1. 

5.7.5 1,aboratory Engines for Stirling Cycle Investigations 

The Jet Propulsion Laboratory -ecently completed the installation of a laboratory 
engine for the investigation of the fundamental Stirling process and components. The 
engine was designed with a high deb- of flexibility to permit changes in operating 
characteristics and components without major engine modifications. The engine is 
illustrated in f i g u ~  5 1 5  (ref. 17). and the engine specifications are given in table 5-4. 
Another laboratory mghe was recently designed for the Bame purpose by the General 
Electric Co. for the Lewis Research Center. A cross-sectional view of this engine is 
shown in figure 5-16, and the engine characteristics are listed in table 5-5. This en- 
gine has not yet been built. 
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TABLE 5-2. - WEIGHT DISTRIBUTION IN 

FORD 4-88 STIRLING ENGZNE 

Engine sectLon 

Preheater (burner, recuperator, and 
water pump) 

Heater head (base, tubes, regenerators, 
and cyllnders) 

parts and power control) 

pump, second block, and blower) 

High-pressure crankcase (reciprocathg 

Engine drive (swashplate, flywheel, oil 

Accessory drives 

Radiator (including water) 

75 

115 

70 

100 

40 

70 - 
Total I 470 

TABLE 5-3. - DESIGN PARAMETERS FOR 

FORD 498 STIRLING ENGINE 

Dimensions, cm . . . . . . . . . . . . .  25.5 x 20.6 x 23 
Gross input power, kW. . . . . . . . . . . . . . . . .  90 
Gross indicated efficiency, percent . . . . . . . . .  40.8 
Design speed, rpm. . . . . . . . . . . . . . . . . .  5400 
Bore,mm ....................... 56 
Stroke, mm ...................... 40 
Number of cyllnders. . . . . . . . . . . . . . . . . .  4 
Sweptvolume, cm . . . . . . . . . . . . . . . . . .  98.5 3 

r 
Number of heater tubes . . . . . . . . . . . . . . . .  12 
Number of cooler tubes . . . . . . . . . . . . . . .  2443 
Working fluid . . . . . . . . . . . . . . . . . . .  H ydrcgen 
Drive. . . . . . . . . . . . . . . . . . . . . .  Swashplate 
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TABLE C 4  . . DESIGN SPECIFICATIONS AND WEIGHTS FOR J P L  

Ib 

122.6 
96.2 
39.7 
20.8 
4.5 
3.5 
70.4 
21.5 
8.0 
66.1 
5.0 

LABORATORY RESEARCH STIRLING ENGINE 

(a) D e s l e  speclficatiom 

kf3 

55.6 
43.6 
18.0 
9.4 
2.0 

31.9 
9 . & 

3.6 
30.0 

I 

2 . 3  I 

Deelgn power at 3000 rpm. hp (kw) . . . . . . . . . . . . . . .  12.2 (3.0) 
Maidmum toque at 1700 rpm . ft-lb (N-m) . . . . . . . . . . . . .  25 (34) 
C y h d e r b o r e  . in . (mm) . . . . . . . . . . . . . . . . . . .  2.815(73.0) 
pfeton stroke. in . (mm) . . . . . . . . . . . . . . . . . . . . .  2.125 (53.8) 
Crosshead dlameter . in . (mm) . . . . . . . . . . . . . . . .  2.500 (63.5) 
Connecting rod length. in . (mm) . . . . . . . . . . . . . . .  5.188 (131.8) 
Number of crankshafts . . . . . . . . . . . . . . . . . . . . . . . . . .  2 
Number of cylinders . . . . . . . . . . . . . . . . . . . . . . . . . . . .  2 
Phase shift between crankshafts . . . . . . . . . . . . . . . . . .  Variable 
Swept volume per cylinder. in (em ) . . . . . . . . . . . .  13.79 (225.9) 
Swept volume ratio . . . . . . . . . . . . . . . . . . . . . . . . . . .  1-00 
Design engine speed. rpm . . . . . . . . . . . . . . . . . . . . . . .  -4000 
Desige meaa pressure. atm (kN/m ) . . . . . . . . . . . . . . .  68 (6900) 
Working gas . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  Helium 
Heater inside-wall temperature (debign). OF ("0 . . . . . . . .  1400 (760) 
Cooler h ide -wa l l  temperature (design). OF (OC) . . . . . . . . .  103 (38) 

3 3  

2 

Number of cooler tubes per cylinder . . . . . . . . . . . . . . . . . .  109 
Cooler-tube length. in . (mm) . . . . . . . . . . . . . . . . .  5.98 (151.3 
Cooler-tube inslde diameter. in . (mm) . . . . . . . . . . . . .  0.069 (1.75) 

3 3  Cooler dead volume. in (em ) . . . . . . . . . . . . . . . . .  2.44 (39.9) 
Number of heater tubes per cylinder . . . . . . . . . . . . . . . . . . .  28 
Heater-tube length . in . (mm) . . . . . . . . . . . . . . . .  11.61 (294.9) 
Heater tube inside diameter. In . (mm) . . . . . . . . . . . . .  0.142 (3 61) 
Heater dead volume. in (cm ) . . . . . . . . . . . . . . . . .  4.98 (81.6) 
Regenerator matrix length. in . (mm) . . . . . . . . . . . . . .  3.75 (95.1) 
Number of regenerators per cylinder . . . . . . . . . . . . . . . . . . . .  1 
Regenerator matrix configuration . . . . . . . . . . .  Parallel-plane type 
Regenerator dead volume. in' (cm3) . . . . . . . . . . . . . .  7.12 (116.7) 
Clearance volume. in (cm' ) . . . . . . . . . . . . . . . . . .  0.55 (9.01) 

3 3  Miscellaneous internal volume . in (cm ) . . . . . . . . . . . .  1.5 (24.6) 
Dead volume ratto . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1.2 

3 3  

7 
3 7  

Total dead vdume . in' (cm3) . . . . . . . . . . . . . . . . .  16.59 (271.8) 

@) WeiBhts 

Total 

Subassembly 

458.3 (207.8) 

Lubrication systems (dry) 
Crankcases 
Cylinder blocks 
Crankshafts 
Pistons m d  crossheads 
CoMcctlng rads and pins 
Flywheels 
Cooler (dry) 
Regenerator 
Heater (dry) 
Mtscellaneous 
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TABLE 5-5. - CHARACTERISTICS OF LEWIS 

GENERAL-PURPOSE STIRLING TEST ENGINE 

Characteristic 

3perational flexibility 

Operating parameter 
adjustability 

Ease of maintenance 
Uniformity of mass flow 
and heat transfer 

Ease of instrumentation 
Moderate cost 
State- of-the- a r t  

technology 
Low vibration 

Component or parameter 
involved 

Regenerator-cooler housing 
Regenerator matrix 
Cooler 
Liner 
Piston seals 
Rod seals 
Heater head 

Pharse angle 
Pi ston- head clearance 
Swept volume 
Dead volume 
......................... 

Power, h p . .  . . . . . . . . . . . . . . . . . . . . .  24 

Maximum speed, rpm. . . . . . . . . . . . . . . .  54OC 
Output speed variation, percent . . . . . . . . . . .  < I  

Brake efficiency at maximum power, percent . . . .  32 
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Constant-volume 
,heat addition 

Isothermal , ’ 
compression-- 

L Constant-volume 
heat rejection 

Volume 

Fi re 5-1. - Pressure-volume diagram g r  an ideal Stirling cycle. 

Isothermal 
expansion --, 

konstant- volume 
heat rejection 

I I 
Entropy 

Figure 5-2. - Temperature-entropy diagram 
for an ideal Stirling cycle, 
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Buffer space - 

Figure a-3. - Schematic of basic Stirling-cycle engine. 
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(3) Stage 1. &we1 (b) Stage 2. Displacer (c) Stage 3. Power (d) Stage 4. Hot gas 
piston in lowest piston still in highest piston still in has expanded, both 
position, displacer position, power pis- hi &est %si tion, power and dis- 
piston in highest ton has compressed displacer piston placer pistons in 
position, all gas in gas at low ternpep has transferred lowest positions, 
cold space. ature. gas from cold displacer piston 

will now return 
gas to cold space 
while power piston 
remains where it is 
to give stage 1 
again. 

space to hot space. 

Figure 5-4. - Four stages of Stirling cycle. 

k'iguurc 5- 5 .  - Schcniatfc of Qublc-:rrting 
four-cyllndcr Stirling rnginr .  
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Figure 5-6. - Single-cylinder Stirling engine with rhombic drive. 
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Figure 5-11. - Torque-speed charactex+ 
istic of 40-horsepower Stirling engine 
for different maximum pressures. 
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Figure 5-12. - Torquespeed charactel.- 
istic of Stirling engine for different 
working fluids. 
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Figure 5- 13. - Overall efficiency of United Stirling P-40 Stirling engine as functioii of 
load and heater temperature. 
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Figure 5-14. - Heater-head assembly for solar Stirling engine. (Courtesy 
of Uetroit Diesel Allison, Division of General Motors Corp . ) 

154 



155 



4 

i 

L o o  

L 

Figure 5-16. - NASA Lewis Research Center general-purpose Stirling test engine. 
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SPEED REDUCERS-INCREASERS 

by Thaddeus S. Mroz 

DESCRIPTION 

Prime movers such as steam-organic turbines, gas turbines, Stirling engines, 
reciprocating engines are designed for peak efficiency at specific operating 

parameters. One parameter, output shaft speed, varies with the type and size of the 
prime mover and its specific design. The output shaft speed of steam-organic and 
gas turbines can vary from 3600 to 93 580 rpm. The output shaft speed of recipro- 
cating engines can vary from 350 to 3600 rpm. Driven machines such a s  alternating- 
current generators and pumps operate at fixed speeds, depending on their design, 
from 720 to 3600 rpm. 

Gear systems are used to reduce or increase the output speed of the prime mover 
to the speed requirement of the driven machine, at the operational load. In the prime 
movers previously mentioned, two types of speed reducer-increaser are used: 

(1) A gear system integrated in the primemover housing 
(2) A gear system in a separately mounted housing 

A typical installation of each type of gear system is illustrated in figures 6-1 and 6-2, 
respectively. For prime movers, gear systems are generally of the following con- 
figurations: 

(1) Horizontal parallel- shaft off set 
(2) Horizontal parallel-shaft in-line 
(3) Horizontal right angle 
(4) Vertical right =.de 
(5) Er>i*.:yt!ic 

These gam systems are  illustrated in figure 6-3 (ref. lpi. Only systems 1, 2, and 5 
are discussed in this handbook. 

In the horizontal parallel-shaft (offset o r  in-line) cdigurat ion (systems 1 and Z), 
the gear and shaft assemblies a re  mounted on fixed and parallel axes. Depending on 
the spesd ratios, more than one set of gears operating in a t ra in  can be used, In this 
type of unit, the axes of the gears are fixed in one location. Horizontal parallel-shaft 
gear systemn are  used for moderate- and high-speed applications to loadings of 50 000 
horsepower. 

In the epicyclic configuration, various gear-axes rotate about one another to pro- 
vide specialized outpiit motions. The input-output shaft is coaxial for compactness. 
The gear system can be mounted directly on the prime mover or  connected by a flexi- 
ble coupling or torsion shaft. The epicyclic configuration is used for loadings of 150 
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to 50 000 horsepower. Bearings for ;\e high-speed shaft, which a re  responsible for 
considerable losses in conventional designs, are smaller or  are eliminated entirely. 

transmits power to 99-percent efficiencies for long service lives. Gear systems are 
an assembly of a housing, gears, a bearing system, a lubrication system, oil seals, 
and shafts. A separate lubrication system and seals are not required for a gear sys- 
tem installed integrally in a prime-mover housing. 

The housing of a separately mounted speed reducer-increaser is a heavy casting 
machined for mounting of the bearings, the gear-shaft system, the seals, and the l u b  
rication system components. The design and machining provide precise alinement of 
the gear-shaft assemblies, bearings, and seals. The housing is reinforced to provide 
the rigidity for proper alinement. Generally, the housing material is a high-tensile 
cast iron alloy suit Ae for outdoor installation. Shafts are precision machined from 
heat-treated, high-quality alloy steel and are designed with an overload factor suffi- 
cient to rih~dly maintain the required gear alinement and to keep stresses within 
allowable limits. Selection of the bearing system depends on the output level 
(horsepower-torque ratio) and type of service. Bearing systems can be double-row 
ball bearings; cylindrical- bore, spherical or tapered roller bearings; o r  precision 
journal bearings with thrust faces for axial loads. Generally, the bearings a re  sized 
larger t;im the industry standards. Oil seals a r e  used on the input and output shafts. 
Grease seals are  available for unusually abrasive o r  dusty applications. 

type of bearings usee. In the splash type of oil lubrication method, the housing incor- 
porates an oil reservoir (oil bath). One of the gears dips into the oil bath. As the gear 
rotates, it transfers the lubricant LO the contacting teeth. Excess lubricant is thrown 
against the housing, where it is directed to the bearings and sump. Pressure or  force- 
fed oil lubrication where the lubricant is pumped under pressure to the gear train, is  
required for vertical applications and for systems using split-sleeve bearings. In this 
type of lubrication, after the oil passes over the lubricated surfaces, it is returned to 
the reservoir, filtered, and repumped to the system. The oil is delivered as a stream 
running over the gearing or  as a spray from nozqles. 

Generally, speed reducers rated under 5000 horsepower can be supplied with an 
integral lubrication system of sufficient capacity to provide lubrication to the prime 
mover and/or the generator. A remote lubrication and cooling system is used for large 
speed reducers. In all cases the lubrication system is sized to provide adequate cool- 
ing. 

The selection of gearing for speed reducers-increasers is based on the application 
and load requirements. The specific types of gear considered in this section are 
(l) Spur gear 

The gear system is  the most durable and rugged of all mechanical drives and 

The lubrication method depends on the design, loading, horsepower rating, and 
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(2) Single helical gear 
(3) Double helical gear 
(4) Herringbone gear 

These four gear types are illustrated in figure 6-4. The larger gear in a p:ir is 
called the gear and the smaller gear is called the pinion. 

tween parallel shafts. The teeth are straight and parallel to the axis of rotation. 
Spur gears do not transmit end-thrust, are economical to manufacture, and can be 
used in moderate- and high-speed applications, but they are limited in loading. High- 
speed spur gears require precise manufacturing steps including care in tooth shaving, 
to& grinding, and heat treatment. 

The helical gem has a greater loa& carrying capacity than comparable- size spur 
gears because of the larger contact surface area and the greater thickness in the di- 
rection of the load. The te&h are not parallel to the axis of rotation, as in the spur 
gear, but are cut at an angle known as the ((helix angle. t t  Teeth in mating gears have 
identical helix angles but have opposite hands of cut. A right-hand pinicjn meshes with 
a left-hand gear. In addition to the normal radial loads, the single helical gear trans- 
mits an end thrust along the axis of rotation. The end thrust is a function of the helix 
angle. Mounting assemblies and bearings are designed for this thrust load. 

chined between the helices. Each set of teeth has the same helix angle, butthehelices 
have opposite hands of cut. Double helical gears do not generate thrust loads. They 
can be used for moderate- and high-spend applications. Continuous-tooth herringbone 
gears are double helical gears cut without a groove between the two rows of teeth. 
This type of gear is used to transmit heavy loads at moderate speeds where continuous 
service i s  required, where shock and vibration a re  present, o r  where a high reduction 
ratio is necessary. The double helix and herringbone gears are  suited for long ser- 
vice life under heavy loads. 

There are  two types of rating for speed reducers-increasers: a mechanical rating 
and a thermal rating. A mechanical rating is assigned on the basis of the durability, 
strength, and load-carrying capacity of the gears, shafts, and bolts. A thermal rat- 
ing specifies the power that can be transmitted continuously without exceeding a speci- 
fied rise in operating temperature above ambient. This rating varies with speed and 
ratio. Most American Gear Manufacturers Association (AGMA) ratings are  based on 
a 100' F temperature rise above ambient with a maximum operating temperature of 
200' F. At high ambient temperatures, a speed reducer-increaser' s true thermal 
capacity is lower than that indicated by catalog rating. Cooling may be requiA.ed. 

ation of a number of factors: 

The spur gear is the most common type of gear and is used to transmit power be- 

Double helical gears have two sets of opposed helical teeth. A gn. ve is ma- 

Selecting a speed reducer- increaser for a specific application requires consider- 
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(l) Driver- and driven-shaft arrangement 
(2) Speed ratio and speed limitation 
(3) Lt Acation system 
(4) Type of prime mover 
(5) Required efficiency 
(6) Space and weight limitations 
(7) Required working room 
(8) Quietness 
(9) Required life 

(lo) Operating load and type of application 
(11) Service factor 

The gearing must have a service horsepower rating equal to the maximum continuous 
horsepower capacity of the prime mover multiplied by any overload capacity of the 
prime mover. The service and duty requirement must be defined to establish a load 
classification or numerical service factor for the application. Three load classifica- 
tions are recognized: uniform load, moderate shock, and heavy shock. Numerical 
values based on field experienr:, have been assigned to these classifications for inter- 
mittent service and for 10- and 24-hour service per day, Tbese service factors de- 
pend on the type of prime mover. The load classifications and the resulting service 
factor for a speclfic application will vary for different types of gearing. 

6.2 DEVELOPMENT STATUS 

Geared speed reducers-increasers are full;. developed for use in the steam turbine, 
the gas turbine, and the reciprocating engine. A sound technology base in gears, bear- 
ings, lubrication systems, and metallurgy exists for their use in industrial and special 
applications, inckding design and manufacturiq techniques. Speed reducers- 
increasers in the 5- to 50 000-kilowatt range are fully developed production units. 

6 . 3  AVAILABILITY 

Commercial speed reducers-increasers are available in the 5- to 50 000-kilowatt 
range. Typical delivery schedules are shown in fig I*e 6-5. These schedules are 
based on external, separately inounted gear systems and do not include prime-mover 
integral gear systems. 

6.4 COST 

The cost of a speed reducer-increaser is based on the output size a;id the applica- 
tion requirements, Figure 6-6 shows cost as a function of output power level. Thc 
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costs shown do not include prime-rn- integral gear sg*ms or a remote lubrication 
system br the large sped redueem. Weight is &own in figure 6-7. 

6.6 OPERA"'INGCONSTWWT8 

The operating eaastrabb of a speed redncer are the mechanical and thermal 
rating assigped fbr an application based a the load, speed, service factor, lubrica- 
tion, and ambient conditlom. 

6.7 EXPERIENCE FACTOR8 

Speed reducers-increasere are production equtpmcnt with established and docu- 
mented operat!d and maintamce histories. The design life and reli&lity of this 
equipment, with scheduled mahttmmce, matah those of the prime mover. 
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Figure 6-2. - Industrial gas turbine engine with separately mounted speed reducer. 
(Courtesy of Solar Turbine International. 
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Eigure 6-5. - Availability of speed reducers as  function of power level. 
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7.0  COMMERCIAL SYNCHRONOUS ALTERNATING-CURRENT GENERATORS 

by James H. ,Dunn 

7.1  DESCRIPTION 

The alternating-current (ac) generator is a driven, rotating machine that converts 
mechanical shaft power into electric power. Depending on the application and size, the 
generator can be directly or  indirectly coupled to the prime-mover shaft. Generators 
can be driven by electric motors, reciprocating engines, and Brayton- or  Rankine- 
cycle turbine engines. This handbook deals only with synchronous, direcbcoupled ac 
generitors. 

tude to the sophisticated designs presently being marketed for low-power applications 
(1 to 2 kWe) to utility applications (>lo6 kWe). However, the bmic principle of gener- 
ating electric power is stil l  the same. 

field (fig. ?-l(a)) . As the wire cuts through the magnetic flux, the voltage ia generated 
in the direction indicated in the figure by the arrow. After the coil has rotated thro ,&I 
180' from the initial position, it is cutting down through the flux and the direction of the 
voltage is reversed. A complete revolution of the coil through 360' produces a sine 
wave of voltage if the field is constant. The same results are obtatned if the mil is 
stationary and the magnetic field rotates. 

of the electromagnstic field is regulated to provide constant output voltage. Elements of 
a typical ac generator are shown in simplified form in figure 7-2. This generator has a 
single group of stator coils for each of three rotating poles (electromagnetic fields). 
Field excitatlon current is supplied by a separate generator called the exciter. Two 
types of exciter are available: a brushless exciter, and a direct-current dc generator. 
The brushless exciter is a small ac generator with its armature mounted on the main 
generator shaft. Alternating current produced by this exciter is rectified by silicon 
diodes on the rotor to direct current, which is provided to the armature field poles for 
field cxci'ation. This design eliminates the need for brushes, a commutator, ad slip 
rings. "he dc generator incorporates a commutator and brushes. Direct current is 
then s,p?lied to the ac generator field through slip rings. The exciter acts as an ampli- 
fier; t h d t  is, controlled low power applied to its field results in controlled higher power 
applied to the field of the main ac generator. 

The stationary elements shown in figure 7-3 include the structural frame and 
housing, the inoulated main-generator power windingra, and the exciter field. The 
rotating elements include the shaft, the main field, and the exciter armature, A 

The technology of generating electric power has advancvd by many orders of magni- 

The ac generator in its simplest form fs a single turn of wire rotating in a magnetic 

Modern ac generators use a rotating electromagnetic field (ref. 19). The strength 



cooling-ventilation system is incorporated in the generator desilpi to keep the tempera- 
tures of the winding8 and component parts wiW design limits. The generator cooling- 
ventilation requirements are determined by the application, the of winding, the 
insulation, and the enclosure. Four clasaes of insulation are available (A, B, F, 
and H). Selecthg the correct insulation is importat a d  depends on the application. 
Thermal degradation or breakdown of the insulation affects generator Me. Generatore 
are available with two basic enclcsures b suit the type of application and the onviron- 
menk the open type, and the totally enclosed type. The open type includes dripproof, 
splash-proof, and semiparded enclosuree. The totally enclosed type fncludcs non- 
ventilated, fan-cooled, and explosion-proof enclosures. Very large generators are 
hydrogen cooled. 

and bdanced ioad conditions (ref. 6). The efficiency is defined as output power plus 
Losses. Losses include copper losses, mechanical losses (friction), core losses, and 
stray load losses. 

Generators are usually rated in terms of the kilowatt output divided by power factor 
(kVA) load at a specific voltage, speed, and power factor that can be carried continuous- 
ly without overheating. The real (useful) power output (kW) of the generator is limited 
to a value within the kVA ratings by the capabilits; of the prime mover. 

Standards have been established by the National Electric4 Manufacturers Associa- 
tion for the performance, safety, testing, construction, and manufacture of generators 
within certain product scopes (ref, 20). These standards relate tc a product that is 
comrrorcially standardized and wbject to repetitive manufacture. StarAdards include 
output power ratings, speed ratings, and voltage ratings for 50- and 6O-hertz gener- 
ators (table 7-1). 

Over the yeare, many different types of generator and generator system have been 
demonstrated. These include - but are not limited to - the inductor, Lundell, and flux- 
switcn alternators. Various variable- Bpeed, constant- f requency systemrJ, including the 
field-r. lulated generator, have also becn demonstrated. With the exception of the 
flux-switch alternator, which is used almost exclusively for induction haruening, these 
alternators have not been accepted to date in the industrial community. The major 
reasons for this lack of acceptance are higher cost, complexity, and low reliability. 

Generator efficiency is deteimined at rated output voltage, frequency, power factor, 

7.2 DEVELOPMENT STATUS 

A sound and well-developed technology base exi-ts today in the commerdd as: , J~P-  

erator ladustry. A number of companies have developed and offer vsirimercial PC g a -  
eratorrs in the l-kilowatt to 50-megawatt range for industrial 3d utility use. Factors 
considered in appliciltione include type of phase, frequency, putcline voltage. en- 
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closure cooling, insulation temperature rating, and overload factors. Standard and 
engineered desigm are wailable for t%e various applications. "%e ac generators are 
Waged bo e8tabUshed standards. Efficiency can be improved, in many case%. by 
using more d e c t  materials and by design changes - but these are nonstanbrd units. 

7.3 AVAILABILITY 

The t~pical availability of ILC werator9 fn the 5- to 50 000-kilowM-electric power 
rmge is shown in figure ?-4. These data are based on units designed for a 0.8 power 
factor, three phases, a -hertz temperature rise, and class F insulatfoa. 

7.4 OPERATING CHARACTERISTICS 

Generator operation is affected whenever the load increases or decreases. When 
an electric load is added, the generator draws more power from the prime mover bo 
increase the electric power output. (The mitpnk voltage tends to drop because of inter- 
nal impedance.) Conversely, remming or decreasing the load from the generator rc+ 
moves or decreases tbe l o 4  €ma, 
electrical equipment on the lhe  I .  . - . e ~  castant voitage for satisfactory operation, 
generator output power and voltage must be controlled to match the load requirement. 
A voltage regulator provided in the system senses the generator output voltage and con- 
trols the exciter to maintain a constant generator output voltage. With a load change, 
the rep;i;lator increases or  dt-reases the current from the exciter to the ,-erator field 
poles and thereby controls the magnetic field and the matching output with the load. A 
generator with a voltas regulator normally operates at a constant voltage with i1 per- 
cent of rated voltage. 

The irequency of the generated output is a functior! of the rotating speed of the gen- 
erator. Generator speed, and hence outprt frequency, are rcgulatd ?n? controlling the 
speed of the direct-coupled prime mover. 

in figure 7-5. "he effiLiency is shown ab a rage for each power level and is based on 
the different manufacturers' designs. 

Efficiency increases with increasing size. At parbload operation the efficiency of 
the generator decreases slightly as shown in figures 7-5(b) and (c). 

xime mover md raises the output voltage. Since 

The effici ncy cl commercial ac generators as a function of power level is shown 

7.5 COST 

-Jst as a function of power levc- is shown in figure 7-6 for generators in the 5- to 
50 000-kilowatt-electric range. Cost is shown r s  a range for e-:h power level and is 
Lased on single-unit procurem + 

manufacturers. The costs s h o w  do n d  iicludc the discount factor or the multiplier 
-d list )r estjaated cost data received f r o i  the 
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7.6 OPERATING CONSl'RAINTS 

7.7 EXPERZENCE FAcroRs 

The ac geaerabrs are f&y developed mmponents with rsubetantial operating history 
and documented maintenance mhedulear in industrial, utility, and marine applications. 
With correct scheduled maintenance the life w i l l  match that of the prime mover- 
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Figure 7-4. - AvaihbiUty of alternatinecurrent generators as function of power 
level. 
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8.0  POWER-CONVERSION SYSTEM COMPONENT SUMMAZ'ION - 
by Thaddeus S. Mroz, Id. Murray Bailey, Jack A. Haller, Harvey S. Bloomfield, 
Robert J. Stochl, and Robert E. Hyland 

This handbook presents the results of a survey of selected commercial components 
applicable to Rankine-cycle, Brayton-cycle, and Stirling-cycle solar thermal power- 
generating systems. The preceding sections described the solar thermal power- 
generating systems and their components. Selected data on these components are pre- 
sented and include development status. availability, cost, operating constraints, oper- 
ating characteristics, and experience factors. These data are provided for components 
sized for selected system power leveh from 5 to 50 000 kWe. 

The data presented are based on information provided by the respective component 
manufacturers. Information is provided for 

(1) Rankine cycle 
(a) Steam turbines 
(b) Organic turbines 
(c) Reciprocating expansion engines 
(d) Condensers 
(e) Boiler feed pumps 

(a) Simple, open-cycle gas turbine engines 
@) Regenerated, open-cycle gas turbine engines 
(c) Closed-cycle engines 

(2) Brayton cycle 

(3) Stirling cycle 
(4) Components common to all cycles 

(a) Speed reducers 
@) Alternating-current generators 

In addition to the information in the preceding sections, the appendixes provide a de- 
scription of each po Jer-system cycle, a listing of commercial sources of power-system 
components, and the criteria provided to the manufacturers for component selection. 

Data are provided in this handbook for developmental components that have been 
tested, components that are in the preproduction stage (hard tooling not ye1 Ailable), 
components that can be mass produced (hard tooling available), and large components 
(10 000 to 50 000 kWe) that are designed and fabricated on order. This survey included 
component designs developed years ago, improved designs, and recently developed new 
designs that reflect higher efficiency and improved performance. Components devel- 
oped for the commercial market may not be optimized for a specific operating point o r  
narrow operating range, as is the case in space power applications. The designs cover 
a broadcr opcrating range. 
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Past development of these components has considered: 
(1) competitive operating range and rating, consistent with market demand 
(2) Competitive cost 
(3) Com pet it ive performance characteristics and efficiency 
(1) Long operational life 
(5) High reliability 
(6) Competitive size and weight 
(7) Ease of maintenance 
(8 )  Design consistent with multiple and mass-production techniques and tooling 
(9) Cost-competitive materials of construction 
Designs will vary among manufacturers because of their different design and fabri- 

cation techniques. In the small and htermediate sizes, and in son e cases the large 
sizes, the manufacturers developed a line of components for a broad range of perform- 
ance requiremLnts. 

The following sections summarize the individual components. 

8.1 RANKINE-CYCLE COMPONENTS 

8.1.1 Steam Turbines 

Steam turbines marketed today fall into two basic categories, noncondensing and 
condensing turbines. The noncor.densing turbine is the more prevalent design and is 
used for a variety of mechanical drive applications through an output range of 1 to over 
50 000 shaft horsepower. The condensing turbine, which is of prime interest in this 
handbook, i s  designed for operational exhaust pressures below atmospheric and is used 
ic electric power generation. Condensing turbines a re  available for the steam inlet 
con&tions required for solar thermal power applications. 

Condensing steam turbine designs are available for exhaust pressures to 2 inches 
c! 4rr absolutc and, depending on applicalion requiremenis, for single and multiple rc- 
heat and single and multiple extraction. Selecting a condensing steam turbine recluircs 
careful matching of system design requirements with the available turbine designs to 
select a component with an o$irnum efficiency and a low water flow rntc for that :ippli- 
cation. Using an oversized iurbine or  a turbine with d i  incorrect backpressurc rating 
wi l l  r ~ w l t  in a lower efficiency and a higher steam flow rate. 

Based on market demand and data inputs, commercial condensing turbines arc  c b  
signed for output power levels of over 100 shaft horsepower. 1)~velormc~nt of sn 111 
condensing turbines optimized for efficiency in thc lo*,;cr ~,oiver rnngc Cor  sol:^ t1ier-m:il 
applications is required. The current trend in ncw commcrcinl turhinc clc igns i s  to- 
ward higher rotating speeds, inlet pressures, and tcmpcraturcs. 
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e .  1.2 Organic Turbines 

Organic tuzbinos are turbines designed for use with an organic working fluid in a 
Rankine-cycle power system. A limited number of these turbines have been developed 
by different manufacturers for specific applications. In each case the performance was 
optimized for the specific system requirements. These organic turbines were designed 
for higher operational speeds and are clawed as developmental o r  -eproduction com- 
ponents. Cost data and availLI.bility were not included for these items siixe hard-tooling 
and production costs wer' not available. 

8.1.3 Reciprccating Expansion Engines 

The low-speed, heavy-duty reciprc: Zating steam engines that were develo; ' fi the 
past were characterized by long life and high reliability. The enbines were rf latively 
large md heavy. Current reciprocating engine designs and dc velopment have been di- 
rected to compact and weight-competirive configurations and to higher operating speeds 
(26 000 rpm). 

Presently, the avdlrhility of the reciprocating expansion engine is confined to the 
older, low-speed ergines in the 12- to 3000-shaft-horsepower range and the more re- 
cently developed and compact high-speed engines (36 000 rpin) in the 5- to 75-?haft- 
horsepowv range. The high-speed engines are  in a preproduction status, Production 
scatus is contingent on market demand. 

8.1.4 Condens..rs 

Industrial condemer technology is h l i y  established in the 5- to 50 000-kWe rmge 
for water-cooled and air-cooled condensers. Commercial condensers c m  be provided 
from a developed line of ccmponenk o r  can be designed and tailored to specific applica- 
tion requirements. 

8 .  i .5  Boiler Peed Pumps 

Three types of pumps are commercially availa5le for boiler feed service for solar 
thermal power applications in the system output rang of 5 to 50 O W  kWe. Thesc are  
the reciprocating pumps, centrifugal pumps, and regenerativr: turbine pwnps. A nuni- 
ber of manufacturers offer a commercial line of these pumps that encompasses the 
pressure-ilow requirements ir. this handbook. Se!ectlnp the type of @ump for solar 
thermal application depends on the pressure-flow requirements. Pump development is 

not considered to be requirzd. 



8.2 BRAYTON CYCLE - GAS TURBINE ENGINES 

Existing idustrial qis turbine engine tgchnoQgy is derived from the early heavy- 
duty gas turbine engines developed for powerplant eervice and from aircrafl engine 
technology. To date, hubtrial engine development include6 the range from 11 to 
100 000 shaft horsepmrer. T U  range  include^ both simple open-cycle engines and 
regenerative opea-cycle ryreines in -e- and double-ahaft configurations. Currently, 
a number of mauufacturers ofhr a line of gas turbine engines in a apecific power range. 
F Bwever, Lri fne engine development through the opsput 
not vet as extensive 88 for stem taubin-, 

quire devdopment of, or modificatdoars to, existing detigns for  solar heat inptt to the 
engine. However, the teebud- bme for hdustrial g a ~  turbine engines is wei: estab- 
lished to accommodate application to mlar thermal powercgenerating systems. 

of 10 to 50 000 kWe is 

Applying the gae turbine engine to solar thermal power-gener-g systems will re- 

8 . 3  STIRLING CYCLE 

The Stirling engine is still in the development stage for applications in ground and 
marine transportation and power generation wing solar power or fossil derivative 
fuels. A number of companiee are Socuering current development on engines with out- 
puts of 1 to 360 horsepower. 

8.4 COMPONENTS COMMON TO A L L  CYCLES 

8.4.1 Speed Reducers 

The industrial techology base is well established for separately mounted or inte- 
gral speed-reduction gear systems at the qeed ratios and torque requirements of 
steam-turbine and high-speed-gas-turbine alternating-current generator applications. 
A number of companies offer a line of speed reducers through the output range of this 
handbook. New development is not required. 

8 .4 .2  Alternating-Current @mchronous Generators 

The slternating-current synchronous generator is a fully developed and commer- 
cially available component through the 5- to 50 000-kWe range and above. Alternating- 
current generators are built to National Electric Manufacturers Association (NEMA) 
standards and thus conform to industrial requirements and a competitive industrial 
market. Generators with improved (over standard production units) efficiencies can be 
made available in certain sizes. These are special units with an upgraded design and 
premium-quality materials. This results in higher cost and longer delivery times. 
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APPENDIX A 

CANDIDATE POWER CONVERSION SYSTEM CYCLES 

by Robert J. stochl 

. The appropriate power-conversion system for a particular solar thermal power a p  
plication depends on the temperature of the available heat source. A power-conversion 
system for a 3000° F heat source might, €or example, be different from one for a 
lWO0 F heat source. The type of available heat rejection also influences the choice of 
a power-conversion system. A Rankine cycle would not be selected if large amounts 
of amling water were not available. A Brayton cycle might be more appropriate. 

This section provides a thermodynamic description of the three basic power- 
conversion cycles that are  candidate^ for tme in near-term solar thermal power appli- 
cations where the source temperature is between 1000° and 1500° F. These power- 
conversion cycles are the Rankine, Brayton, and Stirlihg cycles. Combined cycles, 
consisting of a Brayton topping cycle operating in conjunction with a Ranldne bottoming 
cycle, are also described. 

For each conversion system there are a number of possible cycle configur&.ions. 
Some cycle configurations would not be applicable to systems designed for low power 
levels. For example, a reheated or regenerated (feedwater heaters) Rankine cycle 
would not be considered for a single-stage, low-power-level turbine. On the other 
hand, multiple reheats and several stages of feedwater heating would be considered for 
large-power-level turbines. There is a large variation in component performance with 
power level. The component characteristics discussed in sections 3.0 to 5.0 of this 
handbook indicate potential system performance and efficiency at different power levels. 

The following discussion of each conversion system covers the basic cycle con- 
figuration, its operation, and the basic relations for calculating cycle efficiencies and 
work outputs. The system modifications that can be used to increase performance over 
that of the basic cycle are discussed. Generator and gearbox losses are not included 
in this discussion. These losses depend on power level and can be easily included by 
multiplying the quoted cycle efficiencies by the appropriate electric generator and gear- 
box efficiencies. 

RANKINE CYCLE 

The Rankine power-conversion cycle is perhaps the most widely used thermal cycle 
for electric energy generation. The basic Rankine cycle is shown in figure A-1. Heat 
is supplied to the vapor generator (solar boiler), where the working fluid is converted 
to vapor. The vapor is then expanded adiabatically in an expander to produce work. 
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Vapor leaving the turbine enters the condenser, where heat is removed until the vapor 
is condensed to a liquid. Saturated liquid is delivered to a boiler feed pump, where its 
pressure is raised to the caturation pressure (the pressure that corresponds to the 
boiling temperature in the vapor generator). The fluid then returns to the vapor gen- 
erator and the cycle repeats itself. 

The thermodynamic efficiency of the Rankine cycle is defined by 

where the net work output of the engine 

wN= wT- wp 

the turbine specific work 

the pump specific work 

wp = h4- h3 

VP 

the specific energy (heat) input into the vapor generator 

hl - h4 Q, = 
‘)V 

and 

qT turbine efficiency 

ilv vapor gencrator efficiency 

hi 

Therefore, 

pump efficiency 

enthalpy corrcsponding to idcal cyclic points in figwe A-1 

” P 



One way to improve the efficiency of the basic Rankine cycle is by reheat, rn shown 
in figure A-2. The vapor is expanded in the turbine until it reaches approximately the 
saturation line at point 2. It is then returned to the vapor generator and reheated at 
constant pressure to point 3. The resulting vapor is expanded in the remaining turbine 
stages to point 4. Such a heating process has two advantages: It increases the average 
temperature at which external heat is added and thereby increases cycle efficiency, and 
it resdts in an operating condition that involves less moisture in the expansion process. 
The thermodynamic efficiency of a reheated Rankine cycle is given by 

Another way to increase efficiency by increasing the average temperature at which 
external heat is added is regeneration (or feedwater heating). In a regenerated cycle, 
some hot vapoi is extracted from an intermediate turbine stage and exchanges heat with 
cooler fluid before it enters the vapor generator. The effect of this heat exchange is 
shown in figure A-3. A fraction f of the total vapor flow 6.1 is extracted at point 2 
and fed directly to the feedwater heater. The remainder (1 - f )  m of the vapor flow 
passes through the condenser and is pumped to the feedwater heater, where i t  is heated 
by the extracted vapor. Thus, for the same maximum temperature, the average tem- 
perature at which external heat is added to the cycle is higher with the feedwater heater 
than without it. There are two types of feedwater heaters: the open, and the closed. 
In the open heater, vapor and liquid a re  intimately mixed at constant pressure. An 
additional pump is required for each open feedwater heater. In the closed heater, the 
fluids .are kept separated. An additional pump is not required for the closed heater. 
The thermodynamic efficiency for the regenerated cycle is 
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hl - h7 

Because in the Rankine cycle the pump handles pure liquid, the pump work is u s u d b  
only a small fraction (1 to 2 percent) of the turbine work output and can generally be 
neglected. 

BRAYTONCYCLE 

The Brayton and Rankine power cycles -re thermodynamically similar except for 
the phase of the working fluid. The Brayton working fluid is a gas and the Rankine work- 
ing fluid undergoes a phase change. As with the ideal Rankine cycle, the ideal Brayton 
cycle consists of two isentropic processes and two constant-pressure processes. There 
are two basic Brayton cycles: an open cycle, and a closed cycle. In an open Brayton 
cycle the working fluid (air) is not recirculated, in a closed cycle the working fluid is 
reci rculated. 

A simple open Brayton cycle is shown in figure A-4. A compressor raises the 
pressure of the air, heat is then added at high pressure in the heat-source heat ex- 
changer. The high-pressure, high-temperature air is then expanded in the ,rbine to 
produce work. Part of this turbine work is used to drive the compressor, the remain- 
der i s  available to produce useful work. 

Rankine cycle; that is, 
The thermal efficiency of the open Brayton cycle is defined the same as for the 

where the turbine specific work 

the compressor specific work 



and the specific energy (heat) hput to the vapor generabor 

where 

q compressor efficiency 

qf efficiency of heat-source heat exchanger 

For a gas 

where C is the specific heat at constant pressure. Therefore, P 

Finally, by using the relation for isentropic compreasion and expansion 

and defining the compressor prerssure ratio 

and a loss pressure ratio 



the efficiency of a simple open Brayton cycle becomes 

- 
and are average heats for the compression, expansion, and P, f where E 

heat- addition processes, respectively. 

described, except that the closed cycle requires a heat-rejection heat exchanger. In 
the open cycle this function is performed by the atmosphere. A simple closed Brayton 
cycle is illustrated in figure A-5. 

In both the open and closed simple Brayton cycles, the energy remaining in the 
turbine exhaust is either dissipated to the atmosphere (open cycle) or absorbed by the 
heat rejection heat exchanger (closed cycle). Both methods represent a substantial 
loss of aergy. In a regenerated open Brayton cycle, shown in figure A-6, some of 
the energy in the turbine exhaust is used to preheat the high-pressure gas from the 
compressor before it enters the heat-source heat exchanger. This regeneration re- 
duces t!!e energy that must be added to the cycle through the heat-source heat ex- 
changer. 

measure of how close this preheating process approaches the ideal process. With this 
term md the relations previously shown, the thermodynamic efficiency of a regen- 
erated Brayton cycle is given by 

PI CY T' 

The closed Brayton cycle is thermodynamically identical to the open cycle just 

The term "regenerator effectiveness" E,, where Er = (T3 - Tz)/(T5 - Tz), is a 
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It is also possible to improve the efficiency of the Brayton cycle by using multiple- 
stage compression with intercooling as well as multiplsstagg turbines with reheat. 
However, these would OI&- be used at high power levels and are not discussed further. 

Using either an open o r  closed Brayton cycle has the following advantages: Nor- 
mally, an open cycle has a combustor rather than a heat-source heat exchanger. The 
combustor eliminates much of the inefficiency associated with heat exchangers. How- 
ever, in an application where solar energy supplies the heat input, a heat exchanger 
must be used. This negates one advantage of the open cycle. However, another advan- 
tage of the open cycle is that it does not require a heat-rejection heat exchanger, nor- 
mally a costly item. 

The closed Brayton cycle has a number of potential advantages that result from it 
being a closed thermodynmic: cycle. The working-gas composition and pressure level 
are independent design parameters that can be chosen for the benefit of the tuibo- 
machinery and heat exchangers. Operation of the cycle at high-pressure levels would 
allow higher power density systems than could be obtained with open Brayton cycles. 
Also a working gas with a high thermal conductivity and hence a high heatitransfer 
coefficient can be used that, together with a high pressure level, could result in smaller 
heat exchangers. 

The power level of a closed-cycle Brayton system can be controlled by changing 
system inventory and hence pressure level without changing system temperatures or  
volume flow rate. Therefore, component and system performance can be maintained 
at design-point levels for a wider range of powe;. levels. 

it requires a large amount of compressor work. Typically, the compressor requires 
50 to 8U percent (depending on operating parameters) of the turbine output. This is in 
sharp contrast to the Rankine cycle, which requires only 1 or  2 percent of the turbine 
work to drive the pump. 

One disadvantage of the Brayton cycle in general is that, because it is a gas cycle, 

STIRLING ENGINE 

The Stirling engine is a reciprocating, external combustion, closed-cycle heat en- 
gine. It is, gaining popularity because of its potential for high efficiency and its ability 
to use any source of hcat. 

Both a temperature-entropy and a pressure-volume diagram for the ideal Stirling 
cycle are  shown in figure A-7. Heat is supplied to the working fluid during the constant- 
volume process (4-1) and during the isothermal expansion process (1-2). Heat is re- 
jected dizring the constant-volume process (2-3) and during the isothermal compression 
process (3-4). During the constant-volume cooling process (2-3), heat is removed from 
the working fluid and stored in a regenerator. This heat is returned to the working 
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fluid during the constanbvolume heat process (4-1). In the ideal process all the heat 
rejected during the cooling procees (2-3) is returned during the heating process (41). 

The thermoclynamic efficiency of the Stirling cycle is defined the same as for the 
Rankine and Brayton cycles; that is, 

wN - wex - Wcorn~ 

Qin 
%=-- 

Qin 

The expansion work (1-2) is given by 

for an isothermal expansion 

PV = Constant = mRTl 

or 

The rao re, 

in the ideal cycle this quantity Wex is also the heat input to the cycle Q,. The com- 
pression work (3-4) is obtained in the same manner as the expansion work 
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The r efo re, 

mRTl I n k )  - mRT3 lne 

mRTl ln(;) 
7)s = 

since V 3 =  V2 and V4= V1 

T3 q s =  1 - - 
=1 

So the ideal efficiency of the Stirling cycle is equal to the Carnot efficiency operating 
over the same temperature range. Howeve: 
practice because of the inefficiencies associated with the various processes. 

One of the chief engine inefficiencies is that of the regenerator. With this ineff3- 
ciency only a portion (4-5) of the heat rejected during the cooling process is returned 
during the heating process (4- 1). This means that external heat must be added during 
the remaining portion of the constant-volume heahaddition process (5-1). The addi- 
tional external heat that must be added is given by 

the ideal efficiency cannot be realized in 

Qt = mCv (T1 - T5) 

The ref0 re, 

17s' wex- Wcomp 
Q, +Q' 

If regenerator effectiveness is defined as 

E,= T5- T3 

T1- T3 
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then 

The real Stirling engine processes differ significantly from the ideal cycle so that 
the basic performance equations just presented a re  useful for only the grossesi approx- 
imations. The real and ideal cycles are shown on a pressurevolume diagram in fig- 
ure A-8. Other factors, besides regenerator inefficiency, that lead to deviations from 
the ideal cycle a re  piston motion, dead air spaces, leakage, and external heat transfer. 
These factors a re  intimately related to one another and make strict analytical formula- 
tion difficult. 

COMBINED CYCLES 

The combined cycles considered herein are those wherein a Brayton and a Rankine 
cycle operate in series. Such a combination is thermodynamically advantageous and 
has a higher overall thermal efficiency than either the Brayton or  Rankine cycle op- 
erating separately. Tie improvement in the combined thermal efficiency results from 
using energy that would otherwise be wasted. 

A combined cycle using a regenerated closed Brayton cycle and a Rankine cycle 
is shown in figure A-9. Energy is normally lost from the regenerated Brayton cycle 
between points 6 and 7. In the combined cycle, a portion of this wasted energy is used 
as heat input to a lower temperature Rankine cycle. 

The efflciency of the combined-cycle configuration shown in figure A-9 is given by 

where 

%, R 
‘B, R 
f 

regenerated Brayton-cycle efficiency, including shaft loss 
regenerated Brayton-cycle gross efficiency, not including shaft loss 
fraction of available exhaust heat from Brayton (topping cycle) that is trans- 

ferred to Rankine (bottoming cycle) 
‘fie factor (1 - q ) is the fraction of the topping-cycle heat input that appears in the 
topping-cycle exhaust and is available for recovery. Values of qb, R, qB,  R, and v R  
can be obtatned from knowledge of the individual cycles and from the relations given 

B, R 
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earlier in this Eection in the Rankine and Brayton discussions. The factor f depends 
(1) on the topping-cycle exhaust temperature, (2) 0-1 the topping-cycle compressor in- 
let temperature, (3) on the pinchpoint in the vapor generator, and (4) on the Ihermo- 
dynamic properties of the topping and bottoming cycles. 

B,H and 
qg, R) i t  is desirable from the standpoint of combined-cycle performance to choose 
bottoming-cycle fluid and operating parameters not to maximize just  bottoming-cycle 
efficiency q R  but to maximize the product fqR. 

For combined cycles an indication of the power split between the  Brayton topping 
cycle and the Rankine bottoming cycle can be obtained from the ratio of the topping- 
cycle efficiency to the corabined-cyde efficiency. That is, the ratio of topping-cycle 
power to total power is equal to qb, R/q cc. 

This expression indicates that for a fixed topping cycle (i. e. , fixed 4' 
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J COMMERCIAL mURCES OF POWER-SYSTEM OOMPONENTS 

STEAM TURBINES 

Carling Turbine Blower Co. 
Worcester, Mass. 01610 
(5 to 500 hp) 

Coppus Engineering Corp. 
Worcester, Mass. 01610 
0.1 to 4000 hp) 

Elliot Co. 
Div. of Carrier Corp. 
Jeannette, Pa. 15644 
(8 to 70 000 hpt) 

General Electric Co. 
Large Steam Turbine and Generator 

Schenectady, N. Y. 12345 
(68 000 to 134 000 hp) 

Dept. 

General Electric Co. 
Mechanical Drive Turbine Dept. 
Fitchburg, Mass. 01420 
(400 to 5000 hp) 

General Electric Co. 
Medium Steam Turbine Div. 
Lynn, Mass. 01905 
(5000 to 60 000 hp) 

Skinner Engine Co. 
Div. of Banner Industries 
Erie, Pa. 16512 
(lo to 5000 hp) 

Terry Steam Turbine Co. 
Lmberton Rd. 
Windsor, Conn. 06095 
(6 to 14 000 hp) 

Thermo-Elec‘ Jn Corp. 
101 First Ave. 
Waltham, Mass. 02154 
(350 to 14 000 hp) 

Trane Co. 
Murray Steam Turbine Div. 
Lacrosse, Wis.  54601 
(100 to 15 000 hp) 

Turbodyne Corp. 
Wellmille, N. Y. 14895 
(8 to 69 000 hp) 

Westinghouse Canada, Ltd. 
Box 510 
Hamilton, Ontario, Canada L8N3K2 
(100 to 80 000 hp) 
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ORGANIC TURBINES 

Barber-Nichols Engineering 
6325 West  55th Ave. 
Arvada, Colo. 80002 
(z to 86 hP) 

Sundstrand Energy Systems 
4747 Harrison Ave. 
R O C H O ~ ~ ,  ni. 61101 
(10.7 to 1077 hp) 

RECIPROCATING STEAM ENGINES 

Jay Carte.: Enterprises, Inc. 
P.O. Box684 
Burkburnett, Tex. 76354 
(15 to 75 hp) 

Thermo-Electron Corp. 
101 First Ave. 
Waltham, Mass. 02164 
(47 to 650 hp) 

Skinner Engine Co. 
Mv. of Banner Industries 
Erie, Pa. 16512 
@ to 3000 hp) 

Roy P. Ferrier 
5737 Venice Blvd. 
Los Angeles, Calif. 90019 
(5 to 25 hp) 

WATER-COOLED CONDENSERS 

Ambassador Standard Co. 
A Division of Space Dynamics Corp. 
P.O. BOX 42334-T 
Cincinnati, Ohio 45242 Buffalo, N. Y. 14227 

American Standard, Inc. 
Heat Transfer Division 
175 Standard Pkwy. 

Amdale Co. 
143 F. Hancock Rd. 
Lansdale, Pa. 19446 
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Atlas Industrial Manufacturing Co. 
80 Somerset P1. 
Clifton, N. J. 07012 

Berdell Industries, Inc. 
8-18 43rd Ave. 
Long Island City, N, Y, 11101 

Engineers & Fabricators Co. 
3501 W. 11th St. 
P.O. Box7395 
Houston, Tex. 77008 

Graham Manufacturing eo., hc. 
Dept. G 
170 Great Neck Rd. 
Great Neck, N. Y. 11201 

Harris Thermal Transfer Products, 
InC . 

P.O. BOX 339-T 
Tualatin, Oreg. 97062 

Industrial Process Engineers 
428 French Rd. 
Buffalo, N. Y. 14224 

Industrial Systems Corp. 
1023 Lake Rd. 
Medina, Ohio 44256 

ITT 
Bell and Gossett 
Fluid Handling Division 
8200 N. Austin Ave. 
Morton Grove, Ill. 60053 

Joseph Oats and Sons, Inc. 
236 Quarry St. 
Philadelphia, Pa. 19106 

KAM Products Corp. 
98-211' 97th Ave. 
Ozone Park, N. Y. 14416 

KEMCO 
Krueger Engineering & Manufacturing 

eo. 
P.O. Box 11308 
Houston, Tex. 77016 

Manning & Lewis Engineering Co. 
679 Rahway Ave. 
Union, N. J. 07083 

Modine Manufacturing Co. 
1500 Dekoven Ave. 
Racine, Wis. 53401 

Nooter Corp. 
1442 S. Third St. 
St. Louis, Mo. 63166 

Patterson Kelly Co. 
Division of Harsco Corp. 
115 Burson St, 

East Stroudsburg, Pa. 18301 

Pemco 
A Subsidiary of Ecolaire, Inc. 
York St. at Dowd Ave. 
Elizabeth, N. J .  07201 
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Thermxchanger, Inc. 
760-62 98th Ave. 
Oaklaad, Calif. 94603 

The Trane Co. 
3600 Pammel Creek Rd. 
Lacrosse, Wis. 54601 

AIR-COOLED CONDENSERS 

Aerofilm Corp. 
4623 Murray P1. 
Lynchburg, Va. 24505 

Air- X- Sys terns 
Division of Harsco Corp. 
1402 East Haskell St. 
Tulsa, Okla 74016 

Ambassador Standard Co. 
A Division of Space Dynamics Corp. 

Cincinnati, Ohio 45242 
P. 0. Box 42334-T 

Armstrong Engineering Associates, 

P. 0. Box 5661' 
West Chester, Pa. 19380 

InC. 

Dunham- Bush, Inc. 
176 South St 
West Hartford, Conn. 06110 

Ecodyne 
MRM Division 
607 First St. * S. W. 
Massillon, unio 44646 

Vulcan Manufacturing Co. 
P. 0. Box 46465 T 
Cincinnati, Ohio 45246 

Engineers & Fahicators Co. 
3501 W. llthst. 
P.O. Box7395 
Houston, Tex. 77008 

Graham Manufacturing Co. Iuc. 
Dept. G 
170 Great Neck Rd. 
Great Neck, N. Y. 11201 

Hydro Dyne Co. 
Wetmore & 3rd St. 
Massillon, Ohio 44646 

Modine Manufacturing Co. 
1500 Dekoven Ave. 
Racine, Wis. 53401 

Therma Technology, Inc. 
P.O. Box2739 
Tulsa, Okla. 74101 

10s  Finned Tube Products 
957 Lake Rd. 
Mzdina, Ohio 44256 
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RECIPROCATING POSITNE-DISPLACEMENT BOILER FEED PUMPS 

FMC Corp. 
Agricultural Machinery Division 
5601 East Highland Dr. 
Jonesboro, Ark. 72401 

hger soll- Rand 
Standard Pump-Aldrich Division 
Allentown, Pa. 18105 

Milton Roy Co. 
203 Ivyland Rd. 
Ivyland, Pa. 18974 

CENTRIFUGAL mXLER FEED PUMPS 

Aurora Pump 
A Unit of General Signal 
800 Airport Rd. 
North Aurora, Ill. 60542 

Byron Jackson Pump Division 
P.O. Box2017 
2300 Vernon Ave, 
Xlos Angeles, Calif. 50058 

Carver Pump Co. 
1056 Hershey Ave. 
Muscatine. Iowa 52761 

Cliempum p 
Division Crane Co. 
Dept. TR 
Warrington Industrial Park 
Warrington, Pa. 18976 

Union Pump Co. 
87 Capital Ave. 
Battle Creek, Mich. 49016 

Worthington Pump Corp. 
40 1 Worth inen  Ave . 
Harrison, N. J. 07029 

Colt Industries 
Fairbanks Morse Pump Division 
3601 Kansas  Ave. 
Kansas  City, Kans. 66110 

Delaval Turbine, Inc. 
Pump Division 
P.O. Box 250 
Trenton, N. J. 08602 

Frederick Iron & Steel, Lnc. 
701 East St. 
Frederick, Md. 21701 

Goulds Pumps, Inc. 
240 Fall St. 
Seneca Falls, N.  Y. 13138 
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Ingersoll-Rand 
Centrifugal Pump Division 
Woodcliff, N. J.  07675 

Lawrence Pumps, Inc. 
363 Market St. 
Lawrence, Mass. 01843 

Pacific Pump Division 
Dresser Industries, Inc. 
5715 Bickett St. 
Huntington Park, Calip 90255 

Peerless Pump 
An Indiana Head Co. 
2005 Northwestern Ave. 
Indianapolis, Ind. 46206 

Union Pump Co. 
87 Capital Ave., S. W. 
Battle Creek, Mich. 49016 

Warren Pumps, Inc. 
Subsidiary of Houdaille Industries, hc. 
Warren, Mass. 01083 

Weinman Pump Co. 
L. F. E. Fldds Control Division 
110 skiff st. 
Hamden, Conn. 06514 

Worthington Pumps Corp. 
491 Worthington Ave. 
Harrison, N. J.  07029 

Sundstrand Fluid Handling Mv. 
14845 West 64th St. 
P.O. Box FH 
Arvada, Colo. 80004 

TURBINE REGENERATIVE BOILER FZED PUMPS 

Aurora Pump 
A Unit of General Signal 
800 Airport Rd. 
North Aurora, Ill. 60542 

FMC Corp. 
Coffin Turbo Pump 
326 South Dean St. 
Englewood, N. J. 07631 

MTH Tool Co. , Inc. 
101 South Ben St. 
piano, ni. 60545 

)loth Pump Co. 
Subsidiary Roy E. b t h  CQ. 

Rock Island, Ill.  61201 
p.0: Box 910 
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GAS TURBINE ENGINES 

AiResearch Manufacturing CO. of 

Div. of Garrett Cow. 
111 south 34th st. 
P.O. Box5217 
Phoenix, Ariz. 85010 
(11 to 5800 hp) 

Arizona 

AVCO Lycoming Division 
Stratford D.v. 
550 South Main St. 
Stratford, Corn. 0649'7 
(590 to 3900 hp) 

Detroit Diesel Allison 
Div. of General Motors Corp. 
Indianapolis Operations 
P.O. Box894 
Indianapolis, Ind. 46206 
(310 to 6445 hp) 

General Electric Co. 
Gas Turbine Div. 
Schenectady, N. Y. 12345 
(5050 to 127 000 hp) 

Pratt & Whitney Aircraft of Canada, 
Ltd. 

Industrial and Marine Div. 
Box 10 
Longueuil, Quebec, Canada J4K4X9 
(569 to 1850 hp) 

Solar 
Div. of International Harvester 
P.O. Box80966 
San Diego, Calif. 92138 
(28 to 10 000 hp) 

United Technologies 
Power Systems Div. 
Farmington, Corn. 06032 
(31 000 to 46 000 hp) 

Westinghouse Canada, LM. 
Box 510 
Hamilton, Ontario, Canada L8N3K2 
(4480 to 39 000 hp) 

Westinghouse Electric Corp. 
Generation Systems Div. 
Lester Branch Box 9175 
Philadelphia, Pa. 19113 
(51 000 to 125 000 hp) 

Williams Research Corp. 
2280 West Maple Rd. 
Walled Lake, Mich. 48088 
(14 to 1500 hp) 
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SPEED REDUCERS 

Cincinnati Gear Co. 
Wooster Pike and Mariemont Ave. 
Cincinnati, Ohio 45227 Windsor, Corn. 06095 

Terry Steam Turbine Co. 
Lamberton Rd. 

Elliot co. 
Div. of Carrier Corp. 
Jeannette, Pa. 15644 

Lufkin Industries, Inc. 
6610 Hanvin 
Lufkin, Tex. 75901 

Philadelphia Gear Corp. 
181 South Gulph Rd. 
Kingof Prussia, Pa. 19406 

ALTERNATINGCURRENT GENERATORS 

Beloit Powcr Systems, Inc. 
555 Lawton Ave. 
Beloit, Wis. 53511 
(150 to 500 kWj 

Delco Products Div. 
Div. of General Motors Corp. 
P.O. Box 1042 
Dayton, Ohio -15401 
(10 to 1250 kW) 

Electric Machinery MFg. Co. 
Div. of Turbodyne Corp. 
800 Central Avc. 
Minneapolis, Minn. 654 13 
(50 to 50 000 kW) 

Turbodyne Corp. 
\Vellsville, N. Y. 14895 

Western Gear Corp. 
Power Transmission Div. 
2600 East Imperial Highway 
Lynwood, Calif. 90262 

Fidelity Electric Co. 
Lamaster, Pa. 1760.1 

(7.5 to 40 kW) 

General Electric Co. 
Large Generator m d  Motor Dcpt. 
Schenectady, N. Y. 12345 
(300 to 100 000 kW+) 

General Electric Co. 
Small A. C. Motor .and Generator Ucpt. 
Nashville, Tcnn. 
(10 to 300 kWj 



Kato Engineering Co. 
1415 First Ave. 
naankato, Iklinn. 56001 
(5 to 5000 kW) 

Lima Electric Co. * Inc. 
20@ East Chapman Rd. 
Lima, Ohio 45802 
(7.5 to 400 kW) 

man 
1400 73rd Ave. * N. E. 
Minneapolis, Mia. 55432 
(6to20kW) 

Westinghouse Electric Corp. 
Generator Sales, 3N46 
700 Braddock Ave. 
East Pittsburgh, Pa. 15112 

(30 000 to 100 000 kW+) 
lvIarathon Electric 
Wausau, Wis. 54401 
(50 a0 io0 hW) 
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APPENDIX C 

CRITERIA FOR COhlPONENT SELECTION AND SIZING 

This hairdbook is intended to provide a data base for developed and commercially 
available power-conversion-system components in the system output power range of 5 to 
50 000 kilowatts. Because this range is very broad and covers a large nummr of appli- 
cations, it i s  divided into three subranges. Specific system output power levels were 
selected within each subrange. These subranges are shown in table C-1. Components 
were sized by the respective manufacturers for this output. Data sheets were provided 
€or the component data and costs. The alternating-current generators were sized for 
each specific output power level. The prime movers were sized for the required input 
horsepower to the generator by taking into account the generator losses for that power 
level. Sizing of the prime mover also took into account the power requirenient for the 
speed reducer (including the service factor and losses). 

The criteria used for selecting and sizing the Rankine-cycle engines, the recipro- 
cating expansion engines, and the gas turbine engines and related technical and cost 
data are shown in tables C-2 to C-4. The system support components were sized for 
the flow rate, pressure, and temperature requirements of the prime movers. The 
maximum available inlet conditions for the Rankine cycle turbines and the reciprocating 
expansion engines were 1000 psig and 1000° F. Components were selected on the basis 
of component pressure and temperature design capability. The highest efficiency (all 
prime movers) and the lowest steam flow rate (Rankine-cycle prime movers) were em- 
phasized in component selection. 

pumps, and related technical and cost data, are shown in tables C-5 to C-7. 

shown in table C-8. 

ers of S to 5000 kilowatts. A direct turbine-driven, two-pole, 3600-rpm alternating- 
current generator was considered for output powers of 10 000 to 50 000 kilowatts. 
Technical and cost data on alternating-current generators are given i n  table C-3. 

1 

The criteria for selecting water-cooled and air-cooled condensers and boiler feed 

The criteria for selecting speed reducers and related technical and cost data are 

A four-pole, 1800-rpm alternating-current generator was considered for output pow- 

21 9 



TABLE C-1. - SELECTEDOUTPUT POWER 

Required output 
h r n  power sy@t m 

LEVEIS FOR CLASSIFICATION OF 

Required output power 
corrected for ac 

1340 
6 700 
13 400 
33 .wo 
67 000 

generator efficiucy, 
hp 

1408 
6 964 
13 786 
34 359 
66 648 

5 
10 
25 
50 
75 
100 

6.7 
13.4 
33.5 
67 
100.5 
134 

8.4 
15.8 
37.9 
74.2 
110 
146 

Medium-power rauge, 100 to 1000 kW 

400 
600 
800 1072 
1000 13.10 

146 
287.5 
568 
849 
11-39 
1.108 

High-power range, 1000 to 50 000 kU' 

1 000 
5 000 
10 000 
25 000 
50 000 
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TABLE C-4. - CRITERIA FOR GAS-TURBINE-ENGINE SELECTION 

manufacturer 

(lower heating value of fuel) for gas turbine 
with integral speed reducer or for gas turbine 
only (separate speed reducer). Show effi- 
ciency for rated power (100 percent); if avail- 
able include efficiency at 75- and 50-percent 
power. If efficiency is available at 1500° F 
turbine-inlet temperature (derating for some 

Efficiency, percent . . . . . . . . . . . . . . . . . .  Mechanical shad output divided by heat input 

AND TECHNICAL AND COST DATA 

225 



226 



227 



. . .  . . .  . . .  . . . .  
. . .  . . .  . . .  . . .  

. .  : t  . .  . . .  . .  . .  . . .  . . .  . . .  

. . .  . . .  . . .  . . .  . . .  . . .  . . .  . . .  . . .  . . .  . . .  

* * z  
: : +  

: : I  

. * e  

. : I  : . . .  
* *  . . .  * . .  - . .  * . .  



1 

229 



. .  . .  . .  . .  . .  . .  . .  . .  . .  . .  . .  . .  . .  . .  

. . .  . . .  . . .  

. .  ' 1  

H 
. . .  . . .  . . .  

. C  . o  . 
0 . E  . 

4 
$! 

230 



- 
Y 
8 
d 

a 
d 

In 
0 
N 
d 

Y 
0 
N 
d 

ua 
0 
hl 
d 

In 

VI a 

- 
ID a 

- 
In aJ 





TABL€ C-7. - ClUTERIA FOR BOILER FEED PUMP SELECi'ION AND 

TECHNICAL AND <lo'r DATA 

(a) CdWCIR 

A#caUem, ................. BDfler fed aerwice Bor elmtrlc p w e r  geaeraHon 
Laaaiammfgppmped ............ cle8mtreebadWluer 
Inlet temper&bre. OF. ........... 110 to 158 
Met comlitions ............... Floaded sactlan (Qmsider that mffideut N P S i  is 

amUable to meet pump regairemeuts.) 
EBdency .................. Eflkhwy.  rather than low ooet, is overriding con- 

sideratla 
Totalhead8trownLnda3asheets . . . . . .  CanpntdfromsteamturblnethrotClepreeanveaDd 

predkted systein pressare and corrected for spe- 
cific rpravlty of water at 150° F 

preferred (e.g., 3600 rpm) 

plate but do not include motor unless pump and 
motor are an integral assembly.) 

Actual or estimated @dude pnp, coupiing. and 
baseplate but do not include motor unless pump and 
motor are an integral assembly. ) 

speed. rpm . . . . . . . . . . . . . . . . .  Hrehest  speed consistent with commercial practice is 

Cost ..................... tist  or estimated (Include pump, coupling. and base- 

Weight. . . . . . . . . . . . . . . . . . . .  

Operatien, hr/day, for pump capadby of - 
5126 gal/mln . . . . . . . . . . . . . .  10 
-3 gaVmin . . . . . . . . . . . . . .  16 

Pump life and reliability . . . . . . . . . .  Consistent with electric-power-generating plant 
practice 
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